Smoke Alarm Installer Training

Final Test – Smoke Alarm Installer Training
Instructions: Write the letter of the BEST answer to each question on the line to the left of the question number.
D

1.
Photoelectric alarms are:

A.
slower to activate in dense smoke.

B.
slower to activate in a darkened room.

C.
prone to nuisance alarms due to cooking vapors.

D.
prone to nuisance alarms due to dust and insects.
B

2.
It is critical that smoke alarms be installed properly so that:

A.
they do not detract from the décor.

B.
they alert at the earliest opportunity.

C.
residents aren’t fined for code violations.

D.
residents don’t need a ladder for maintenance.

B

3.
Which of the following BEST describes single station smoke alarms?
A.
They must be installed by a licensed electrician.
B.
They use the same technology as hard-wired alarms.
C.
Although they are expensive, they never need replacing.
D.
All alarms in the home are activated when one is activated.
A

4.
Which alarms are most susceptible to false alarms due to cooking vapors?

A.
Ionization alarms
B.
Photoelectric alarms

C

5.
On a peaked ceiling, a smoke alarm should be installed within ___ of the highest point, measured horizontally.

A.
 4 inches (100 mm)

B.
12 inches (300 mm)

C.
36 inches (900 mm)
D.
48 inches (1 200 mm)

D

6.
Ionization alarms are best for:
A.
installations in or near a kitchen.
B.
installations in unheated garages.
C.
detecting slow smoldering fires with dense smoke.
D.
detecting fast flaming fires with little visible smoke.
B

7.
Which alarms are best at detecting slow smoldering fires with dense smoke?
A.
Ionization alarms

B.
Photoelectric alarms
B

8.
To reduce false alarms, what is the minimum distance smoke alarms must be placed from a kitchen door?

A.
More than 1 foot (300 mm)

B.
More than 3 feet (900 mm)
C.
More than 10 feet (3 m)

D.
More than 20 feet (6 m)
C

9.
Maintenance of single station smoke alarms includes:

A.
testing once per year.

B.
replacement every three years.

C.
gentle vacuuming to remove dust.
D.
annual inspection by a licensed electrician.

C

10.
Which of the following can be a source of false alarms?

A.
Wi-fi signals

B.
Halogen lights

C.
Shower steam
D.
Sudden vibrations

A

11.
Smoke alarms should be installed:
A.
where the smoke is likely to go.
B.
where there is little air movement.
C.
as close as possible to the corners of the room.
D.
as close as possible to the centerline of the home.
B

12.
NFPA® 72 requires one alarm in every sleeping area, one alarm on each level, and one alarm:
A.
in each kitchen.
B.
in each hallway.
C.
near the furnace.
D.
inside each entry door.
A

13.
Which of the following BEST describes a reason to use combination ionization/photoelectric smoke alarms?

A.
Residents get benefits of both technologies.

B.
Only one smoke alarm is required per home.

C.
Residents do not have to test the alarm, since it is a sealed unit.

D.
They have fewer nuisance alarms, since alarm must be activated by BOTH sensors.
B

14.
According to NFPA® 72, what is the minimum number of alarms required for a typical single story home with two bedrooms?
A.
Two
B.
Three
C.
Five
D.
Six
C

15.
Where should a smoke alarm be placed if installed on a wall?
A.
Within 4 inches (100 mm) of the ceiling.
B.
Within 4 feet (1.2 m) of the ceiling.
C.
More than 4 inches (100 mm) but less than 12 inches (300 mm) below the ceiling.
D.
More than 12 inches (300 mm) but less than 24 inches (600 mm) below the ceiling.
3

