
 

 
 

OKLAHOMA STATE FIRE MARSHAL 

2401 NW 23rd, St., Suite 4, Oklahoma City, OK  73107, 

 Phone (405) 522-5005     Fax (405) 522-5028 
 

REQUIREMENTS FOR CONSUMER FIREWORKS RETAIL SALES FACILITIES 

 

The following are the minimum requirements mandated through Oklahoma Statute Title 68, 

Article 16 Section 1621-1634 and the Oklahoma State Fire Marshal Commission rules established 

in accordance with O.S. Title 68§1633, for any facility selling consumer fireworks.  Counties, 

cities or towns may impose more stringent criteria to include prohibiting the sale and use of 

fireworks within its corporate limits. 

 

The sale of consumer fireworks is only authorized between June 15 and July 6 from December 15th 

through January 2 per O.S. 68§1623(a). 

 

General Operational Requirements: 
 

1. Retail license must be posted and visible in sales area. [O.S. 68§1627(a)] 

 

2. A responsible person of sixteen (16) years of age or older must be in charge of the stand. 

[O.S. 68§1623(e)] 

 

3. A sales clerk must be on duty to serve the customer at time of purchase.  [O.S. 

68§1623(c)] 

 

4. Signs stating “FIREWORKS – NO SMOKING WITHIN 50 FEET” must be posted 

on all sides of the entire facility.  [O.S. 68§1623(b) & NFPA 1124 Para, 7.3.11.1] 

 

5. All fireworks must be invoiced from a distributor, wholesaler or other retailer licensed by 

the State Tax Commission to do business in Oklahoma.   [O.S. 68§1627(a)] 

 

6. Records shall be maintained on available inventory and shall be made available to the 

authority having jurisdiction upon request.   [NFPA 1124 – 7.3.24.1 & 7.3.24.2] 

 

7. Prohibited fireworks: Bottle rockets, stick rockets, cherry bombs, M-80’s aerial 

luminaries, or any combination thereof or any fireworks not properly labeled as: Division 

1.4.  Prohibited fireworks found can be confiscated and turned over to the county Sheriff.    

[O.S. 68§1624(a) & (b); O.S. 68§1624.1 (a) & (b)] 

 

8. It is illegal to offer, or to sell fireworks to children under the age of twelve (12) years, 

unless accompanied by an adult.   [O.S. 68§1627(b)] 



 

 

 

 

9. A retail sale location inside a structure (building) must comply with all the requirements 

of the International Building Code (IBC), 2006 edition, International Fire code (IFC), 

2006 edition and/or the codes and standards adopted by the Oklahoma Uniform Building 

Code Commission and the National Fire Protection Association Standard NFPA 1124 

Code for the Manufacture, Transportation, Storage, and Retail Sales of Fireworks and 

Pyrotechnic Articles, 2006 edition.  [O.S. 68§1623(c) & (d)] 

 

10. Tents, canopies, or temporary membrane structures must have a flame resistance meeting 

the requirements of NFPA701, Standard Methods of Fire Tests for Flame-Resistant 

Textiles and Films.  A certificate or other evidence of approval by a recognized 

laboratory must be available for inspection authorities to verify the materials meet the 

required flame resistance.  [NFPA 1124-7. 3. 5] 

 

 

Fire Extinguishers: 
 

11. Every retail sales facility must have a minimum of one (1) portable fire extinguisher with 

a minimum 2A/1BC rating. If the facility exceeds 200 square feet two (2) portable fire 

extinguishers are required with at least one being a multi-purpose dry chemical type.  

[NFPA 1124 – 7.6.2.1] 

 

12. In temporary fireworks retail sales facilities, the travel distance to any fire extinguisher 

cannot exceed 35 feet travel distance.  In permanent fireworks retail sales facilities the 

travel distance to any fire extinguisher cannot exceed 75 feet travel distance.  [NFPA 

1124 – 7.4.5.2] 

 

Separation/Area Requirements: 

 

13. Consumer fireworks retail sales facilities shall not be located within 50 feet of the 

following: motor vehicle fuel-dispensing station dispensers; retail propane-dispensing 

station dispensers; aboveground storage tanks for flammable or combustible liquids, 

flammable gas, or flammable liquefied gas; and compressed natural gas dispensing 

facilities.  [NFPA 1124 – 7.3.12.1] 

 

14. Fireworks retail and/or storage areas shall be not located within 300 feet of any 

aboveground bulk storage or bulk dispensing areas for flammable or combustible liquids, 

flammable gas, and flammable liquid gas.  [NFPA 1124 – 7.3.12.6] 

 

15. Temporary fireworks retails sales facilities cannot be any closer than 20 feet from any 

other building, combustibles, tents or fireworks storage areas.  [NFPA 1124 – 7.4.7.2] 

 



16. Temporary fireworks retails sales facilities cannot be located upon any public railroad, 

highway, sidewalk, or public property or in assembly or educational occupancies.  [IFC 

5601.2.2] 

 

 

17. Vehicle parking cannot be within 10 feet of a temporary fireworks retails sales facility or 

fireworks storage facility.  [1124-7.4.6.2]      

 

Heating Devices: 
 

18. Temporary heating sources shall be listed and used in accordance with their listing.  

These heating sources must also have a tip-over and temperature-overheated protection.  

[NFPA 1124 – 7.3.17.1 & 7.3.17.2] 
 

19. Open-flame and exposed-element heating devices shall be prohibited.  [NFPA 1124 – 

7.3.17.3] 

 

Portable Generators: 
 

20. Portable generators and storage of excess fuel must be at least 20 feet from the fireworks 

retail sales facility and storage areas.   [NFPA 7.4.9.2.2 & 7.4.9.2.3] 

 

Cooking Equipment: 
 

21. Cooking equipment of any type shall not be permitted within 20 feet of tents, canopies, or 

membrane structures used for the storage or sale of consumer fireworks.   [NFPA 1124 – 

7.4.9.3.1] 
 

22. Open flame cooking equipment of any type shall not be allowed within 50 feet of tents, 

canopies, or membrane structures used for the storage or sale of consumer fireworks.   

[NFPA – 7.4.9.3.1 & 7.4.9.3.2] 

 

Housekeeping: 
 

23. The area located within 30 feet of a consumer fireworks retail sales facility shall be kept 

free of accumulated dry grass, dry brush, and combustible debris.   [NFPA 1124 – 

7.4.6.1] 

 

24. Consumer fireworks retail sales and storage areas shall be kept free of accumulation of 

debris and rubbish at all times.   [NFPA 1124 – 7.3.21.1] 

 

25. Vacuum cleaners or other mechanical cleaning devices shall not be used.  Brooms, 

brushes, dustpans used to sweep up loose powder or dust shall be made of non-sparking 

materials.    

[NFPA 1124 7.3.21.3 & 4] 

 



26. Consumer fireworks devices that are damaged shall be removed and not offered for sale.  

Devices that are damaged shall be returned to the dealer or shall be disposed of properly.   

NFPA 1124 – 7.3.21.5 & 6] 

 

Electrical: 
 

27. All electrical wiring shall be in accordance with NFPA 70, National Electric Code (NEC) 

[NFPA 1124 – 7.3.16] 

 

28. Battery powered equipment, electrical equipment, and electrical cords that are used in 

conjunction with a consumer fireworks retail sales facility area shall be listed and shall be 

used in accordance with their listing.   [NFPA 1124 – 7.4.9.1] 

 

29. Temporary wiring installed in a temporary structure including tents and canopies shall 

comply with Article 305 of NFPA 70, National Electric Code.   [NFPA 1124 – 7.4.9.1.1] 

 

30. Where temporary electrical conductors are placed on top of an outdoor surface to connect 

the permanent power source to the temporary consumer fireworks retail sales facility’s 

temporary electrical system, the conductors shall be provided with physical protection 

against damage caused by pedestrian or vehicular traffic.  [NFPA 1124 – 7.4.9.1.2] 

 

31. Feeder line to fireworks stands are required to be protected.  The use of UF cable or SO 

cord is permitted.  The SO cable can be laid on the ground if no foot or vehicle traffic 

will come in contact.  [NEC]              

 

32. The use of keyless or any other light fixture will not be permitted directly over or within 

two (2) feet of a line drawn vertically from the front edge of the fireworks stock without 

an approved protective cover over the light bulb. [NEC] 

 

33. All electrical power supply must be properly grounded.  A grounding rod is mandatory if 

a construction type pole is used to supply power.  [NEC] 

 


