Project Title: _________________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
[bookmark: _GoBack]The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:615 for Ambulatory Surgical Centers.  The functional program describes the project.  It includes the “General Functional Program Template” that addresses the requirements at 310:615.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:615 for Ambulatory Surgical Centers.  To access OAC 310:615 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 615: Ambulatory Surgical Centers.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	[bookmark: a3][bookmark: a4]310:615-1-3. General considerations  310:615-1-3 “General Provisions
[bookmark: a6]
(c) Location. An ambulatory surgical center may be located within a hospital setting, but it may be located apart from a hospital.

Please provide your description here:

(d) Size. The number and types of clinical facilities to be provided will be determined by the services contemplated and the estimated patient load as described in the narrative program.

Please provide your description here:

(e) Applicable requirements. If the facility is an integral part of the hospital and is intended to accommodate hospital inpatients as well as outpatients, the applicable requirements relating to general hospital facilities shall apply. If an ambulatory surgical center is not part of a hospital building, the facilities listed herein shall be provided unless they are available for convenient use by the patients in an associated health facility.


Please provide your description here:

(f) Privacy for patient. The planning of ambulatory surgical centers shall provide for the privacy and dignity of the patient during interview, examination, and treatment. The facilities shall be located so that ambulatory patients do not traverse inpatient areas.

Please provide your description here:

(g) Parking. In the absence of a formal parking study, off-street vehicle parking for ambulatory surgical centers shall be provided at the ratio of two spaces for each recovery bed plus sufficient parking spaces to accommodate the maximum number of staff on duty at one time. Exceptions may be made with approval of the appropriate State agency for facilities located in areas with a high-population density if adequate public parking is available or if the facility is accessible to a public-transportation system.

Please provide your description here:

(h) Environmental pollution control. In accordance with the National Environmental Policy Act, the site and project shall be developed to minimize any adverse environmental effects on the neighborhood and community.

Please provide your description here:

(i) Equipment. All equipment necessary for the operation of the facility as planned shall be shown on the drawings or equipment list.”


Please provide your description here:


	

	310:615-1-3.1 “Submission of plans and specifications
(a) Before construction is begun, plans and specifications, covering the construction of new buildings or major alterations to existing buildings, shall be submitted to the Oklahoma State Department of Health for review and approval.
(b) Each construction project submission shall be accompanied by the appropriate review fee based on the cost of design and construction of the project. Review fees are as follows:
(1) Project cost less than $10,000.00: $250.00 Fee
(2) Project cost $10,000.00 to $50,000.00: $500.00 Fee
(3) Project cost $50,000.00 to $250,000.00: $1000.00 Fee
(4) Project cost $250,000.00 to $1,000,000.00: $1500.00 Fee
(5) Project cost greater than $1,000,0000.00: $2000.00 Fee
(c) The review fee shall cover the cost of review for up to two (2) stage one and two (2) stage two submittals. If a stage one or stage two submittal is not approved after two (2) submissions, another review fee based on the cost of the project shall be required with the third submittal. Fast-track projects shall be allowed two reviews for each package submitted. If a fast-track stage package is not approved after the second submittal, another review fee based on the cost of the project shall be required with the third submittal of the package.
(d) All construction project submittals shall be reviewed within 45 calendar days of receipt by the Oklahoma State Department of Health.”

Submit this project to OSDH Health Facilities Plan Review using ODH From 698. Follow directions for submission on the bottom of the form. Go to OSDH Medical Facilities website for this form and more information. 


	

	310:615-1-4. “Construction design  
(a) New construction. 
(1) Prior to construction commencement of a new ambulatory surgical center, or of additions, alterations, remodeling of existing facilities or of the remodeling of any facility for the purpose of establishing an ambulatory surgical center, proposed construction documents prepared by an architect licensed by the Board of Governors, State of Oklahoma, containing complete plans and specifications, shall be submitted to the Department for review and approval.
Please provide your description here:


(2) All engineering requirements established for proposed projects shall be prepared by professional engineers registered to practice in the State of Oklahoma.

Please provide your description here:


(3) Proposed construction documents shall be of such detail as to allow complete functional and construction evaluation, including site use.

Please provide your description here:


(c) Special design standards for the handicapped. 
(1) Facilities shall be accessible to the Handicapped.

Please provide your description here:


(2) Accessibility shall be under the provisions of American National Standards Institute (ANSI) A117. 1 or Uniform Federal Accessibility Standards (UFAS).

Please provide your description here:


(d) Provisions for disasters. 
(1) Facilities shall be designed and constructed to withstand the force assumptions of the local building code.

Please provide your description here:

(2) Multi-story buildings, subdivided into separate units by seismic joints, shall provide an exit stairway for evacuation without crossing seismic joints.

Please provide your description here:


(3) Construction and coverage of all seismic joints shall be designed to minimize passage of fire and/or smoke horizontally and vertically.

Please provide your description here:


(4) Structural design shall be such that it will protect occupants and provide continued essential services where a history of tornadoes, flooding or earthquakes exist. Provisions taken against damage from seismic tremors does not insure adequate protection from wind damage.

Please provide your description here:


(5) New facilities shall not locate in designated flood plains.

Please provide your description here:


(e) Codes and standards. Codes and standards which have been referenced in whole or in part in various sections of this document are listed in Subchapter 7, Codes and standards. Names of originators are also included for information. The issues available at the time of publication are used. Later issues will normally be acceptable where requirements for function and safety are not reduced; however, editions of different dates may have portions renumbered or retitled. Care must be taken to insure that appropriate sections are used.

Please provide your description here:


(f) Equivalency. 
(1) This Chapter shall not be construed as restricting or limiting innovations that provide an equivalent level of performance, provided other elements or systems are not compromised.

Please provide your description here:


(2) FSES evaluation shall be considered for possible equivalencies when existing structural conditions make compliance with NFPA 101 impractical, provided the entire building meets FSES code.”

Please provide your description here:




	OAC 310: 615 Subchapter 5 – Minimum Standards
Directions: Respond to each element as required. If it does not apply to the project, write “N/A” 

	310:615-5-1 “Administration and public areas
(a) Entrance. A covered entrance will be located at grade level, sheltered from the weather and accessible to the handicapped.

Please provide your description here:

(b) Public services. Public services shall include:
(1) Accessible wheelchair storage.
(2) Reception and information center.
(3) Waiting space. When pediatric services are provided, provisions shall be made for separation of pediatric and adult patients.
(4) Accessible rest rooms.
(5) Accessible public telephone.
(6) Accessible drinking fountain(s).

Please provide your description here:

(c) Interview space(s). The center shall provide interview spaces for private interviews relating to social service, credit, and admissions.

Please provide your description here:

(d) General or individual office(s). The center shall provide general and individual offices for business transactions, records, and administrative and professional staffs.

Please provide your description here:

(e) Medical records room. The center shall have a medical records room which is equipped for dictating, recording, security and retrieval.

Please provide your description here:

(f) Special storage. The center shall have special storage which includes locking drawers or cabinets for staff personal effects.

Please provide your description here:

(g) General storage facilities. The center shall have general storage facilities for office supplies, sterile supplies, pharmaceutical supplies, and housekeeping supplies and equipment.

Please provide your description here:

(h) Transfer agreement. A formal transfer agreement must be in effect between the ambulatory surgical center and a general hospital located not more than a twenty minute travel distance from the center, or all physicians performing surgery in the ambulatory surgical center must have admitting privileges at such a hospital.”

Please provide your description here:



	

	310:615-5-2. “Clinical facilities
(a) General-purpose examination room(s). For examinations as may be indicated by narrative program, the center shall have a minimum floor area of 80 square feet, excluding such spaces as vestibule, toilet, closet, and work counter (whether fixed or movable). Arrangement shall permit at least 2′-6″ clearance at each side and at the foot of the examination table. A lavatory or sink equipped for hand washing and a counter or shelf space for writing shall be provided.

Please provide your description here:

(b) Treatment room(s). Rooms for minor surgical and cast procedures (if provided) shall have a minimum floor area of 120 square feet, excluding vestibule, toilet, closet, and work counter (whether fixed or movable). The minimum floor dimension shall be 10 feet. A lavatory or sink equipped for hand washing and a counter or shelf space for writing shall be provided.”


Please provide your description here:



	

	310:615-5-3 “Surgical facilities 
The number of operating rooms, recovery beds and the sizes of the service areas shall be based upon the expected surgical workload. The surgical suite shall be located and arranged to preclude unrelated traffic through the suite. The suite shall provide the following elements.
(1) Operating rooms. 
(A) All ambulatory surgical center operating rooms shall be constructed and maintained to conform to Standard 70, National Electrical Code, Standard 99, Chapter 3, Use of Anesthetics (Flammable and Nonflammable) and Standard 99, Nonflammable Medical Gas Systems.

Please provide your description here:

(B) Any room or space in which flammable anesthetics or volatile flammable materials are stored or used, shall be considered a hazardous area.

Please provide your description here:


(C) Facilities electing to use only nonflammable anesthetic agents or to provide a mixed facility using both flammable and nonflammable anesthetics, must document the recommendations and approval of such determination by the medical staff of the facility and the adoption of such a regulation by the facility's governing body. Precautionary signs shall be posted at conspicuous points throughout the surgical suite and within the operating rooms. All such signs must be large enough to be read from at least 8′ distance.

Please provide your description here:


(D) Each room shall have a minimum clear area of 250 square feet exclusive of fixed and movable cabinets and shelves. An emergency communications system connecting with the surgical-suite control station shall be provided”.

Please provide your description here:

(2) Recovery room(s). Room(s) for post-anesthesia recovery of surgical patients shall be provided and shall contain a drug-distribution station, hand washing facilities, charting facilities, clinical sink and storage space for supplies and equipment. At least three feet shall be provided at each side and at the foot of each bed as needed for work and circulation. Should pediatric surgery be a part of the program, separation by partition or curtain from the adult section, and space for the parents shall be provided. A designated, supervised recovery lounge shall be provided for patients who do not require post-anesthesia recovery but need additional time for vital signs to stabilize before leaving the facility. The lounge shall contain a control station, space for family members, and provisions for privacy. It shall have patient access to rest rooms.

Please provide your description here:

(3) Service areas. Individual rooms shall be provided when so noted; otherwise, alcoves or other open spaces which will not interfere with traffic may be used. The following services may be provided:
(A) Control station shall be located to permit visual surveillance of all traffic which enters the operating suite.

Please provide your description here:

(B) Sterilizing facility(ies) with high-speed autoclave(s) shall be conveniently located to serve all operating rooms. When the narrative program indicates that adequate provisions have been made for replacement of sterile instruments during surgery, sterilizing facilities in the surgical suite will not be required.

Please provide your description here:

(C) Drug distribution station shall be provided for preparation of medications to be administered to patients.

Please provide your description here:

(D) Two scrub facilities shall be provided near the entrance to each operating room; however, two scrub stations may serve two operating rooms if the scrub stations are located adjacent to the entrance of each operating room. Scrub facilities shall be arranged to minimize any incidental splatter on nearby personnel or supply carts.

Please provide your description here:


(E) The soiled workroom for the exclusive use of the surgical suite staff (or a soiled holding room that is part of a system for the collection and disposal of soiled materials) shall contain a clinical sink or equivalent flushing-type fixture, work counter, sink equipped for hand washing, waste receptacle, and linen receptacle. A soiled holding room shall be similar to the soiled workroom except that the clinical sink and work counter may be omitted.

Please provide your description here:


(F) Fluid waste disposal facilities shall be conveniently located with respect to the general operating rooms. A clinical sink or equivalent equipment in a soiled workroom or in a soiled holding room would meet this requirement.

Please provide your description here:


(G) A clean workroom is required when clean materials are assembled within the surgical suite prior to use.

Please provide your description here:


(H) A clean workroom shall contain a work counter, sink equipped for hand washing, and space for clean and sterile supplies.

Please provide your description here:


(I) A clean supply room shall be provided when the narrative program defines a system for the storage and distribution of clean and sterile supplies which would not require the use of a clean workroom.

Please provide your description here:


(J) Anesthesia storage facilities, unless the narrative program and the governing body prohibits the use of flammable anesthetics, in a separate room shall be provided for storage of flammable gases in accordance with the requirements detailed in Sections 310:615-5-9(d) (2) (H) and 310:615-5-10 (f) (1) and Chapter 13, NFPA 99.

Please provide your description here:


(K) Space for reserve storage of nitrous oxide and oxygen cylinders shall be provided. Such space shall be free of stored combustible materials.

Please provide your description here:


(L) Appropriate areas shall be provided as staff clothing change areas for male and female personnel (orderlies, technicians, nurses, and doctors) working within the surgical suite. The areas shall contain lockers, showers, toilets, lavatories equipped for hand washing, and space for donning scrub suits and boots. These areas shall be arranged to provide a one-way traffic pattern so that personnel entering from outside the surgical suite can change, shower, gown, and move directly into the surgical suite. Space for removal of scrub suits and boots shall be designed so that it will avoid physical contact with clean personnel.

Please provide your description here:


(M) A separate area shall be provided where ambulatory patients change from street clothing into hospital gowns and are prepared for surgery. This shall include clothing change or gowning area with a traffic pattern similar to that of the staff clothing-change area. Provisions shall be made for securing patient's personal effects.

Please provide your description here:


(N) An area for stretcher and wheelchair storage shall be out of direct line of traffic.

Please provide your description here:


(O) The center shall provide convenient access to and use of emergency crash carts at both the surgical and recovery areas.

Please provide your description here:


(P) Lounge and toilet facilities for surgical staff shall be provided in ambulatory surgical centers having three or more operating rooms and shall be located to permit use without leaving the surgical suite. A nurses' toilet room shall be provided near the recovery room(s).

Please provide your description here:


(Q) A closet containing a floor receptor or service sink and storage space for housekeeping supplies and equipment shall be provided exclusively for the surgical suite.”
Please provide your description here:



	

	310:615-5-4 “Janitors’ closet(s)
 Each janitor's closet shall contain a floor receptor or service sink and storage for housekeeping supplies and equipment. Provide at least one janitors' closet per floor.”

Please provide your description here:


	

	310:615-5-5 “Employees’ facilities
Locker rooms, lounges, toilets, or shower facilities, as required, shall be provided to accommodate the needs of all personnel and volunteers.” 

Please provide your description here:


	

	310:615-5-6. “Details and finishes  
(a) Details. 
(4) Minimum public corridor width shall be 6′-0″, except corridors in the operating room section where patients are transported on stretchers or beds, shall be 8′-0″.

Please provide your description here:


(5) Each building shall have at least two exits remote from each other. Other details relating to exits and fire safety requirements shall be in accordance with NFPA 101 and this Chapter.

Please provide your description here:


(6) When the ambulatory surgical center is within another facility that does not comply with or exceeds the fire safety requirements of NFPA 101, there shall not be less than one hour separation between the ambulatory surgical center and the other sections.

Please provide your description here:


(7) Items such as drinking fountains, telephone booths, vending machines, and portable equipment shall be located so as not to restrict corridor traffic or reduce the corridor width below the required minimum.

Please provide your description here:


(8) Toilet rooms in surgery and/or recovery areas for patient use shall be equipped with doors and hardware that permit access from the outside in case of an emergency.

Please provide your description here:


(9) The minimum door width for patient use shall be 2′-10″. Rooms needing access for beds or stretchers shall be 3′-8″. All rooms subject to occupancy by staff, patients or visitors shall comply with ANSI A117.1 or UFAS.

Please provide your description here:

(10) Doors, except doors to spaces such as small closets which are not subject to occupancy, shall not swing into corridors in a manner that might obstruct traffic flow or reduce the required corridor width. Large walk-in type closets are considered as occupiable spaces.

Please provide your description here:


(11) Doors, sidelights, borrowed lights, and windows in which the glazing extends down to within 18″ of the floor (thereby creating possibility of accidental breakage by pedestrian traffic) shall be glazed with safety glass, wire glass, or plastic glazing material that will resist breaking and will not create dangerous cutting edges when broken. Similar materials shall be used in wall openings, play rooms and exercise rooms unless otherwise required for fire safety. Glazing materials used for shower doors and bath enclosures shall be safety glass or plastic.

Please provide your description here:


(12) Paper-towel dispensers and waste receptacles shall be provided at all hand washing facilities.

Please provide your description here:


(13) Where labeled fire doors are required, these shall be certified by an independent testing laboratory as meeting the construction requirements equal to those for fire doors in NFPA Standard 80. Reference to a labeled fire door shall be construed to include labeled frame and hardware.

Please provide your description here:


(14) Radiation protection for x-ray and gamma ray installations shall comply with standards for hospital construction.

Please provide your description here:


(15) Dumbwaiters, conveyors, and material-handling systems shall not open into a corridor or exit way but shall open into a room enclosed by construction having a fire resistance of not less than one hour and provided with Class C, 3/4 hour labeled fire doors. Service entrance doors to vertical shafts containing dumbwaiters, conveyors, and material-handling systems shall be not less than Class B, 1-1/2 hour labeled fire doors.

Please provide your description here:


(16) Elevator shaft openings shall have Class B, 1-1/2 hour labeled fire doors.

Please provide your description here:


(17) Minimum ceiling heights shall be 7′-10″ with the following exceptions:
(A) Boiler rooms shall have ceiling clearance of not less than 2′-6″ above the main boiler header and connecting piping.

Please provide your description here:


(B) Radiographic and other ceiling mounted equipment shall have ceilings of sufficient height to accommodate the equipment and/or fixtures.

Please provide your description here:


(C) Ceilings in corridors, storage rooms, rest rooms, and other minor rooms shall not be less than 7′-8″.

Please provide your description here:


(D) Tracks, rails and pipes suspended along the path of normal traffic shall be not less than 6′-8″ above the floor.

Please provide your description here:


(18) Rooms containing heat-producing equipment shall be insulated and ventilated to prevent adjacent floor or wall surfaces from exceeding a temperature 10 degrees above ambient room temperature.

Please provide your description here:


(19) An approved automatic smoke detection system shall be provided in all corridors, lobbies and general waiting areas. Location of smoke detectors shall be no greater than 30 feet spacing on centers and no more than 15 feet from any wall. All Automatic Smoke Detection Systems shall be electrically inter-connected to the fire alarm system.

Please provide your description here:


(b) Finishes. 
(1) Cubicle curtains and draperies shall be noncombustible or rendered flame retardant and shall pass both the large and small-scale tests of NFPA standard 701.

Please provide your description here:


(2) Flame spread and smoke-developed ratings of finishes are covered under Section 310:615-5-7(b).

Please provide your description here:


(3) Floor materials shall be easily cleanable and have wear resistance appropriate for the location involved. In all areas frequently subject to wet-cleaning methods, floor materials shall not be physically affected by germicidal and cleaning solutions.

Please provide your description here:


(4) Floors in areas and rooms in which flammable anesthetic agents are stored or administered to patients shall comply with NFPA Standard 56A. Conductive flooring may be omitted from surgical areas provided that a written resolution is signed by the governing board, stating that no flammable anesthetic agents will be used in these areas and appropriate notices are permanently and conspicuously affixed to the wall in each such area and room.
Please provide your description here:


(5) Wall finishes shall be washable.

Please provide your description here:


(6) Ceilings shall be cleanable, and those in surgical areas shall be finished, covering all overhead duct work and piping, washable and without cervices that can retain dirt particles. Finished ceilings may be omitted in mechanical and equipment spaces, shops and general storage areas, unless required for fire-resistive purposes in accordance with NFPA 70 and NFPA 99.”

Please provide your description here:



	


	310:615-5-7. “Construction, including fire-resistive requirements  
(a) Construction. Construction, of freestanding ambulatory surgical centers shall comply with NFPA 101, Life Safety Code, 1991 edition, section 12-6, along with applicable building codes and minimum requirements contained in this Chapter. Ambulatory surgical centers which are an integral part of a hospital or connected to a hospital and which accommodate hospital ambulatory patients shall comply with the construction requirements for general hospitals.

Please provide your description here:

(b) Interior finishes. Interior-finish materials shall comply with the flame-spread limitations and the smoke-production limitations shown in Appendix G of this Chapter. If a separate under layment is used with any floor-finish materials, the under layment and the finish material shall be tested as a unit or equivalent provisions made to determine the effect of the under layment on the flammability characteristics on the floor-finish material. Tests shall be performed by an independent testing laboratory.

Please provide your description here:

(c) Insulation materials. Building insulation materials, unless sealed on all sides and edges, shall have a flame-spread rating of 25 or less and a smoke-developed rating of 150 or less when tested in accordance with ASTM Standard E84.”

Please provide your description here:


	

	310:615-5-8. “Elevators  
(a) Required. All buildings having examination rooms, treatment rooms, or diagnostic services located on other than the main-entrance floor, shall have electric or electro-hydraulic elevators. The elevators shall be installed in sufficient quantity, capacity, and speed that the average interval of dispatch time will not exceed one minute, and average peak loading can be accommodated.
(1) Cars shall have a minimum inside floor dimension of not less than 5prime;-0Prime;. The car door shall have a clear opening of not less than 3prime;-0Prime;.

Please provide your description here:


(2) Elevators shall be equipped with an automatic leveling device of the two-way automatic maintaining type with an accuracy of ±1/2Prime;.

Please provide your description here:


(3) Elevators, except freight elevators, shall be equipped with a two-way special service switch to permit cars to bypass all landing-button calls and be dispatched directly to any floor.

Please provide your description here:


(4) Elevator call buttons, controls, and door safety stops shall be of a type that will not be activated by heat or smoke.

Please provide your description here:


(b) Field inspection and tests. Inspections and tests shall be made, and the owner shall be furnished written certification that the installation meets the requirements set forth in this section and all applicable safety regulations and codes.”

Please provide your description here:


	

	310:615-5-9. “Mechanical requirements  
(a) General. 
(1) Prior to completion and acceptance of the facility, all mechanical systems shall be tested, balanced, and operated to demonstrate to the design engineer or his/her representative that the installation and performance of these systems conform to the requirements of the plans and specifications. Test results shall be documented for maintenance files.

Please provide your description here:


(2) Upon completion of the installation contract, the owner shall be furnished with a complete set of manufacturer's operating, maintenance, and preventive maintenance instructions, and parts list with numbers and description for each piece of equipment. Operating staff personnel shall be provided with instruction in the operational use of systems and equipment as required.

Please provide your description here:

(b) Thermal and acoustical insulation. 
(1) Thermal and acoustical insulation shall be provided to conserve energy, protect personnel, prevent vapor condensation and reduce noise and vibration for the following within the building:
(A) Boilers, smoke breaching, and stacks.

Please provide your description here:


(B) Steam supply and condensate return piping

Please provide your description here:


(C) Hot-water piping above 180° F. (82° C.) and all hot-water heaters, generators, and convertors.
Please provide your description here:


(D) Hot-water piping above 125° F. (52° C.) which is exposed to contact by patients.

Please provide your description here:


(E) Chilled water refrigerant, other process piping and equipment operating with fluid temperatures below ambient dew point.

Please provide your description here:


(F) Water supply and drainage piping on which condensation may occur.

Please provide your description here:


(G) Air ducts and casings with outside surface temperature below ambient dew point.

Please provide your description here:


(H) Domestic hot water piping, water heaters, tanks, generators and converters.

Please provide your description here:


(I) Heating, ventilating, air conditioning and air-handling duct systems (including ducts, plenums and casings) with surface temperatures 9° F. (5° C.) above or below the ambient dry-bulb or dew-point temperatures
Please provide your description here:


(J) Other piping ducts, and equipment as necessary to maintain the efficiency of the systems

Please provide your description here:


(2) Insulation may be omitted from hot-water and steam-condensate piping not subject to contact by patients when such insulation is unnecessary for preventing excessive system heat loss or excessive heat gain.

Please provide your description here:


(3) Insulation on cold surfaces shall include an exterior vapor barrier.

Please provide your description here:


(4) Insulation, including finishes and adhesives on the exterior surfaces of ducts, pipes, and equipment, shall have a flame-spread rating of 25 or less and a smoke-developed rating of 150 or less as determined by an independent testing laboratory in accordance with ASTM Standard E 84. (See Section 310:615-5-9(b) (5) for exception.)
Please provide your description here:


(5) Linings in air ducts and equipment shall meet the Erosion Test Method described in Underwriters' Laboratories, Inc., Publication No. 181. These linings, including coatings and adhesives, and insulation on exterior surfaces of pipes and ducts in building spaces used as air-supply plenums, shall have a flame-spread rating of 25 or less and a smoke-developed rating of 50 or less as determined by an independent testing laboratory in accordance with ASTM Standard E 84.

Please provide your description here:


(6) Duct linings shall not be used in systems supplying operating room and recovery room units unless terminal filters of at least 90 percent efficiency are installed downstream of linings.

Please provide your description here:


(7) Asbestos insulation shall not be used in health facilities.

Please provide your description here:


(8) Existing accessible insulation within facilities to be modernized shall be inspected, repaired and/or replaced.

Please provide your description here:

(c) Steam and hot-water systems. 
(1) Boilers. Boilers shall have the capacity, based upon the net ratings published by the Hydronics Institute, to supply the normal requirements of all systems and equipment.

Please provide your description here:


(2) Valves. Supply and return mains and risers of heating and steam systems shall be equipped with valves to isolate the various sections of each system. Each piece of equipment shall have valves at the supply and return ends. Vacuum condensate returns need not be valved at each piece of equipment.

Please provide your description here:

(d) Air conditioning, heating, and ventilating systems. 
(1) Air conditioning, heating and ventilating systems shall comply with Appendix E of this Chapter. Filter efficiency requirements are contained in Appendix F of this Chapter. The systems shall be designed to provide the following temperatures and humidities in the areas in the appendices. For all other occupied areas a minimum design temperature of 75° F. (24° C.) at winter-design conditions shall be assumed.

Please provide your description here:


(2) All air-supply and air-exhaust systems shall be mechanically operated. All fans serving exhaust systems shall be located at the discharge end of the system. The ventilation rates shown in Appendix E of this Chapter shall be considered as minimum acceptable rates and shall not be construed as precluding the use of higher ventilation rates.
(A) Outdoor intakes shall be located as far as practical but not less than 25prime;-0Prime; from exhaust outlets of ventilating systems, combustion equipment stacks, medical-surgical vacuum systems, plumbing vents stacks, or from areas which may collect vehicular exhaust and other noxious fumes. The bottom of outdoor air intakes serving central systems shall be located as high as practical but not less than 6Prime;-0Prime; above ground level, or if installed above the roof, 3prime;-0Prime; above the roof level.

Please provide your description here:


(B) The ventilation systems shall be designed and balanced to provide the pressure relationship as shown in Appendix E of this Chapter.

Please provide your description here:


(C) All air supplied to operating rooms shall be delivered at or near the ceiling of the area served, and all exhaust air from the area shall be removed near floor level. At least two exhaust outlets shall be used in all operating rooms.

Please provide your description here:


(D) The bottoms of ventilation openings shall be not less than 3Prime; above the floor of any room
 
Please provide your description here:


(E) Corridors shall not be used to supply air to or exhaust air from any room, except that air from corridors may be used to ventilate bathrooms, toilet rooms, janitors' closets, and small electrical or telephone closets opening directly onto corridors.

Please provide your description here:


(F) All central ventilation or air-conditioning systems shall be equipped with filters having efficiencies no less than those specified in Appendix F of this Chapter. Where two filter beds are required, Filter Bed No. 1 shall be located upstream of the air-conditioning equipment, and Filter Bed No. 2 shall be downstream of the supply fan, any recirculating spray-water systems, and water-reservoir type humidifiers.
                                         (i)   Where only one filter bed is required, it shall be located upstream of the air-conditioning
                                   equipment unless an additional pre-filter is employed. In this case, the pre-filter shall be
                                upstream of the equipment, and the main filter may be located farther downstream.

Please provide your description here:


                          (ii)   All filter efficiencies shall be average atmospheric dust-spot efficiencies tested in
                                  accordance with ASHRAE Standard 52–68.
                            (iii)   Filter frames shall be durable and carefully dimensioned and shall provide an airtight fit 
                                     with the enclosing duct work. All joints between filter segments and the enclosing duct
                                  work shall be gasketed or sealed to provide a positive seal against air leakage.

Please provide your description here:


                            (iv)    A manometer shall be installed across each filter bed serving sensitive areas or central-
                                   air systems.

Please provide your description here:


(G) Air-handling duct systems shall meet the requirements of NFPA Standard 90A, except that sensitive-area duct systems shall comply with Section 310:615-5-9(b) (6).

Please provide your description here:


(H) The ventilation system for anesthesia-storage rooms shall conform to the requirements of NFPA Standard 56A, including the gravity option. The mechanically operated air systems required of Section 310:615-5-9(d) (2) is optional in this room only.

Please provide your description here:

(e) Plumbing and other piping systems. All plumbing systems shall be designed and installed in accordance with the requirements of PHCC National Standard Plumbing Code, Chapter 14, "Medical Care Facility Plumbing Equipment."
(1) Plumbing fixtures. 
(A) The material used for plumbing fixtures shall be of nonabsorbable acid-resistant material.

Please provide your description here:


(B) The water-supply spout for lavatories and sinks required in patient-care areas shall be mounted so that its discharge point is a minimum distance of 5Prime; above the rim of the fixture. All fixtures used by medical and nursing staff and all lavatories used by patients and food handlers shall be systems trimmed with valves which can be operated without the use of hands. Where blade handles are used for this purpose, they shall not exceed 4-1/2Prime; in length, except that handles on scrub sinks and clinical sinks shall be not less than 6Prime; long.

Please provide your description here:


(C) Clinical sinks shall have an integral trap in which the upper portion of a visible trap seal provides a water surface.

Please provide your description here:

(2) Water-supply systems. 
(A) Systems shall be designed to supply water at sufficient pressure to operate all fixtures and equipment during maximum-demand periods.

Please provide your description here:


(B) Each water-service main, branch main, riser, and branch to a group of fixtures shall be valved. Stop valves shall be provided at each fixture.

Please provide your description here:


(C) Back flow preventors (vacuum breakers) shall be installed on hose bibbs, laboratory sinks, janitors' sinks, bedpan flushing attachments, autopsy tables, and on all other fixtures to which hoses or tubing can be attached.

Please provide your description here:


(D) Flush valves installed on plumbing fixtures shall be of a quiet-operating type, equipped with silencers.

Please provide your description here:


(E) Water-distribution systems shall be arranged to provide hot water at each hot-water outlet at all times. Hot water at shower, bathing, and hand-washing facilities shall not exceed 110° F. (43° C.).

Please provide your description here:

(3) Drainage systems. 
(A) Floor drains shall not be installed in operating rooms.

Please provide your description here:


(B) Building sewers shall discharge into a community-sewerage system. Where such a system is not available, a facility providing sewage treatment must conform to applicable local and State regulations.

Please provide your description here:

(4) Medical gases. Nonflammable medical gas system installations shall be in accordance with the requirements of NFPA 56A and 56F. See Appendix G of this Chapter for rooms which require station outlets.

Please provide your description here:

(5) Suction. Clinical vacuum (suction) system installations shall be in accordance with the requirements of Compressed Gas Association Pamphlet No. P-2.1. See Appendix G of this Chapter contains for rooms which require station outlets.

Please provide your description here:

(6) Service outlets. Service outlets for central housekeeping vacuum systems, if used, shall not be located within operating rooms”.

Please provide your description here:


	

	310:615-5-10. “Electrical requirements  
(a) General. 
(1) All material, including equipment, conductors, controls, and signaling devices, shall be installed to provide a complete electrical system with, the necessary characteristics and capacity to supply the electrical facilities shown in the specifications or indicated on the plans. All materials shall be listed as complying with available standards of Underwriters' Laboratories, Inc., or other similarly established standards.

Please provide your description here:


(2) All electrical installations and systems shall be tested to show that the equipment is installed and operates as planned or specified. A written record of performance tests on special electrical systems and equipment shall be supplied to the owner. Such tests shall show compliance with the governing codes and shall include conductive floors, isolated power systems, grounding continuity, and alarm systems.

Please provide your description here:

(b) Switchboards and power panels. Circuit breakers or fusible switches that provide disconnecting means and over current protection for conductors connected to switchboards and panel boards shall be enclosed or guarded to provide a dead-front type of assembly. The main switchboard shall be located in a separate enclosure accessible only to authorized persons. The switchboards shall be convenient for use, readily accessible for maintenance, clear of traffic lanes, and in a dry, ventilated space free of corrosive fumes or gases. Overload protective devices shall be suitable for operating properly in the ambient temperature conditions.

Please provide your description here:

(c) Panel boards. Panel boards serving lighting and appliance circuits shall be located on the same floor as the circuits they serve.

Please provide your description here:

(d) Lighting. 
(1) All spaces occupied by people, machinery, and equipment within buildings, approaches to buildings, and parking lots shall have lighting.

Please provide your description here:


(2) Operating rooms shall have general lighting in addition to local lighting provided by special lighting units at the surgical tables. Each fixed special lighting unit at the tables, except for portable units, shall be connected to an independent circuit.

Please provide your description here:

(e) Receptacles (convenience outlets). 
(1) Anesthetizing locations. Each operating room shall have at least three receptacles of the types described in NFPA Standard 56A. In locations where mobile X-ray is used, an additional receptacle, distinctively marked for X-ray use, shall be provided. Where capacitive discharge or battery-powered X-ray units are used, these receptacles will not be required.

Please provide your description here:


(2) Rooms other than anesthetizing locations. Duplex-grounding type receptacles shall be installed in all areas in sufficient quantities for the tasks to be performed. A minimum of one duplex receptacle for each wall shall be installed in each work area or room other than storage or lockers. Each examination and work table shall have access to a minimum of two duplex receptacles.

Please provide your description here:


(3) Corridors. Duplex receptacles for cleaning equipment and general use shall be installed approximately 50′-0Prime; apart in all corridors and within 25′-0Prime; of ends of corridors.

Please provide your description here:

(f) Equipment installation in special areas. 
(1) Installation in anesthetizing locations. All electrical equipment and devices, receptacles, wiring, and conductive flooring, if used, shall comply with NFPA Standard 56A, except that a static-type line-isolation monitor will be permitted.

Please provide your description here:

(2) X-ray installations. Fixed and mobile X-ray equipment installations shall conform to Article 660 of NFPA Standard 70.

Please provide your description here:

(3) Special grounding system. In areas (when indicated by the program) where a patient may be treated with an internal probe or catheter connected to the heart, the patient-bed area ground system shall comply will the following:
(A) A patient ground point shall be provided within 10′-0Prime; of each bed. The patient ground is to assure that under normal conditions all electrically conductive surfaces of equipment and furnishings within reach of the patient will be at the same electrical potential or not exceeding ten millivolts differential. This requirement is not intended to apply to devices and utensils such as bedpans and other small portable non-electrical devices.

Please provide your description here:


(B) One patient ground point may serve more than one patient, but one patient shall not be served by more than one patient ground point.

Please provide your description here:


(C) The grounding conductor connecting any receptacle serving a patient and-the patient ground point shall not exceed the equivalent resistance of 15′-OPrime; of No. 12 AWG copper conductor.

Please provide your description here:


(D) Exposed metal-building surfaces or utility piping within reach of the patient or others who may touch him shall be grounded at the patient ground point or to another room ground point.

Please provide your description here:


(E) A reference ground point shall be established in the electrical supply panel.

Please provide your description here:


(F) The patient ground point and the room ground point where separated shall be interconnected by a continuous, insulated, copper conductor not smaller than No. 10 AWG and similarly connected to the reference ground or may be individually connected to the reference ground point provided that the ground conductor resistance does not exceed that of 15′-0Prime; or No. 12 AWG copper conductor.

Please provide your description here:


(G) Receptacle ground terminals shall be connected to the patient ground point or to the reference ground point provided that grounding conductor resistance to the reference ground point does not exceed that of 15′-0Prime; of No. 12 AWG copper conductor.

Please provide your description here:


(H) Grounding of all metallic raceways shall be by means of grounding bushings on all conduit terminations at the panel board and by means of an insulated, continuous, stranded, copper grounding conductor, not smaller than No. 12 AWG extended from the grounding bus in the panel board to the conduit grounding bushings.

Please provide your description here:


(I) Grounding of metallic switch and receptacle plates shall be provided by means of the mounting-screw connections to the device mounting yokes.

Please provide your description here:

(g) Emergency lighting. Automatic emergency lighting shall be provided in each operating room, each recovery room and in ways of exits to make egress from the building safer in the event of power failure.

Please provide your description here:

(h) Fire alarm systems. A manually operated electrically supervised fire-alarm system shall be installed in each facility that has a total floor area of more than 5,000 square feet.

Please provide your description here:

(i) Emergency power requirements. 
(1) Ambulatory surgical centers that allow inhalation anesthetics administered in any concentration, or if patients require electrical life-support equipment, shall provide electrical services conforming to Type I System, NFPA 99, Chapter 13.

Please provide your description here:


(2) Ambulatory surgical centers that do not administer inhalation anesthetics in any concentration, or have no patients requiring electrical life support equipment, shall be permitted to use a battery system or self-contained battery integral with equipment, conforming to the Type III System, NFPA 99, Chapter 13.”

Please provide your description here:
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INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE


 


The Functional Program Templates are optional tools facilities may use to help meet the construction 


requirements at OAC 310:


615 for Ambulatory Surgical Centers


.  The functional program describes the project.  


It includes 


the “General Functional Program Template” that addresses the requirements at 310:


615.


 


 


Things to note prior to completing the Functional Program Template


:


 


1.


 


A functional program is required if the project involves:


 


a.


 


A mechanical/electrical change;


 


b.


 


A structura


l change; or


 


c.


 


A functional change.


 


 


Instructions:


 


1.


 


Complete the “General Functional Program Template” for each project.


 


2.


 


Include the project title over the heading at the top right of the page.  Use a consistent project title on all 


documents submitted for th


e project.  This will help avoid confusion between projects.


 


3.


 


After completing the “General Functional Program Template,” select and complete the project


-


specific 


functional program template(s) as they apply to your project.


 


4.


 


Provide an answer for each eleme


nt that is required in the template.  


If an element DOES NOT apply 


to your project, provide a brief explanation as to why it does not apply.


 


5.


 


Submit the General Functional Program Template and the project


-


specific template(s) together as one 


Functional Prog


ram for the project.


 


 


The project


-


specific functional program templates are based on the requirements found in the Oklahoma 


Administrative Code 310:


615


 


for 


Ambulatory Surgical Centers


.  


To access OAC 310:615


 


follow the steps 


below


:


  


 


 


1.)


 


https://www.sos.ok.gov/oar/online/viewCode.aspx


 


2.)


 


Click the Administrative Rules tab located at the top of the screen.


 


3.)


 


Then in the box labeled Online Services click on the View Code link below it.


 


4.)


 


Scroll down and select Title 310: Oklahoma State Department of Health.


 


5.)


 


Then Scroll down and select Chapter 6


15


: 


Ambulatory Surgical Centers


.


 


 


 


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271


-


52


88 or email OSDH at 


planreview@health.ok.gov


 


with a subject title of Functional Program Question.
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