Project Title: _________________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:667 for Hospitals.  The functional program describes the project.  It includes the “General Functional Program Template” that addresses the requirements at 310:667-41-1(e) AND additional PROJECT-SPECIFIC TEMPLATES that address the requirements for different areas/departments/hospital types.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:667 Subchapter 49 for General Medical Surgical Hospital Construction Requirements.  To access OAC 310:667 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 667: Hospital Standards.
6.) Scroll down and select Subchapter 49: General Medical Surgical Hospital Construction Requirements.
7.) Then click Section 310:667-49-28—General Standards for Details and Finishes.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	Narrative Program Element

	310:667-49-28(b) (1)   “Details. 
(A) Compartmentation, exits, fire alarms, automatic extinguishing systems, and other fire prevention and fire protection measures, including that within existing facilities, shall comply with NFPA 101, with the following stipulation. The Fire-Safety Evaluation System (FSES) implemented by the CMS for certification evaluation shall not be used as a substitute for the basic NFPA 101 design criteria for new construction or major renovation in existing facilities. The FSES shall be used as an evaluation tool for fire safety only.

Please provide your description here: 


(B) Corridors in outpatient suites and in areas not commonly used for patient bed or stretcher transportation may be reduced in width to five (5) feet ( 1.52 meters).

Please provide your description here: 


(C) Location of items such as drinking fountains, telephone booths, vending machines, and portable equipment shall not restrict corridor traffic or reduce the corridor width below the required standard.

Please provide your description here: 


(D) Rooms that contain bathtubs, sitz baths, showers, and/or water closets for inpatient use shall be equipped with doors and hardware permitting emergency access from the outside. When such rooms have only one (1) opening or are small, the doors shall open outward or in a manner that avoids pressing a patient who may have collapsed within the room.

Please provide your description here: 


(E) If required by the functional program, door hardware on patient toilet rooms in psychiatric nursing units may be designed to allow staff to control access.

Please provide your description here: 


(F) The door size for inpatient bedrooms in new construction shall be at least three (3) feet eight (8) inches (1.11 meters) wide and seven (7) feet (2.13 meters) high to provide clearance for movement of beds and other equipment. Existing doors of at least two (2) feet ten (10) inches (86.36 centimeters) wide shall be acceptable where function is not adversely affected and replacement is impractical. Doors to other rooms used for stretchers, including hospital wheeled-bed stretchers and/or wheelchairs, shall have a width of at least two (2) feet ten (10) inches (86.36 centimeters). Where used in these standards, door width and height shall be the nominal dimension of the door leaf, ignoring projections of frame and stops.

Please provide your description here: 


(G) All doors between corridors, rooms, or spaces subject to occupancy, except elevator doors, shall be of the swing type. Manual or automatic sliding doors may be exempt from this standard.

Please provide your description here: 


(H) Doors, except those to spaces such as small closets not subject to occupancy, shall not swing into corridors in a manner that might obstruct traffic flow or reduce the required corridor width. Large walkin-type closets shall be considered inhabitable spaces.

Please provide your description here: 


(I) Windows and outer doors that frequently may be left open shall be equipped with insect screens.

Please provide your description here: 


(J) Operable windows are not required in patient rooms. If operable windows are provided in patient rooms or suites, operation of such windows shall be restricted to inhibit possible escape or suicide.

Please provide your description here: 


(K) Glass doors, lights, sidelights, borrowed lights, and windows located within twelve (12) inches (30.48 centimeters) of a door jamb with a bottom-frame height of less than sixty (60) inches (1.52 meters) above the finished floor shall be constructed of safety glass, wired glass, or plastic, break-resistant material that creates no dangerous cutting edges when broken. Similar materials shall be used for wall openings in active areas such as recreation and exercise rooms, unless otherwise required for fire safety. Safety glass-tempered or plastic glazing materials shall be used for shower doors and bath enclosures. Plastic and similar materials used for glazing shall comply with the flame-spread ratings of NFPA 101. Safety glass or plastic glazing materials, as noted above, shall also be used for interior windows and doors, including those in pediatric and psychiatric unit corridors. In renovation projects, only glazing within eighteen (18) inches (46 centimeters) of the floor shall be changed to safety glass, wire glass, or plastic, break-resistant material. NFPA 101 contains additional requirements for glazing in exit corridors, etc., especially in buildings without sprinkler systems.

Please provide your description here: 


(L) Linen and refuse chutes shall meet or exceed the following standards:
(i) Service openings to chutes shall comply with NFPA 101.
(ii) The cross-sectional dimension of gravity chutes shall be at least two (2) feet (60.96 centimeters).
(iii) Chute discharge into collection rooms shall comply with NFPA 101.
(iv) Chutes shall meet the provisions as described in NFPA 82.

Please provide your description here: 


(M) Dumbwaiters, conveyors, and material handling systems shall not open directly into a corridor or exit, but shall open into a room enclosed by construction with a fire resistance rating of at least one (1) hour and with class C, three fourth (3/4) hour labeled fire doors. Service entrance doors to vertical shafts containing dumbwaiters, conveyors, and material handling systems shall be at least class B, one and one-half (1 1/2) hour fire doors. Where horizontal conveyors and material-handling systems penetrate fire-rated walls or partitions, such openings shall be provided with class B one and one-half (1 1/2) hour labeled fire doors for two (2) hour walls and class C three-fourth (3/4) hour labeled fire doors for one (1) hour walls or partitions.

Please provide your description here: 


(N) Thresholds and expansion joint covers shall be flush with the floor surface to facilitate the use of wheelchairs and carts. Expansion and seismic joints shall be constructed to restrict the passage of smoke.

Please provide your description here: 


(O) Grab bars shall be provided in all patient toilets, showers, bathtubs, and sitz baths at a wall clearance of one and one-half (1 1/2) inches (3.81 centimeters). Bars, including those which are part of such fixtures as soap dishes, shall be sufficiently anchored to sustain a concentrated load of at least two hundred-fifty (250) pounds (113.4 kilograms).

Please provide your description here: 


(P) Location and arrangement of fittings for handwashing facilities shall permit their proper use and operation. Particular care shall be given to the clearances required for blade-type operating handles.

Please provide your description here: 


(Q) Mirrors shall not be installed at handwashing fixtures in food preparation areas, nurseries, clean and sterile supply areas, scrub sinks, or other areas where asepsis control shall be lessened by hair combing.

Please provide your description here: 


(R) Provisions for hand drying shall be included at all handwashing facilities except scrub sinks. These provisions shall be paper or cloth units enclosed to protect against dust or soil and to insure single-unit dispensing. Hot air dryers are permitted provided that installation precludes possible contamination by recirculation of air.

Please provide your description here: 


(S) Lavatories and handwashing facilities shall be securely anchored to withstand an applied vertical load of at least two hundred-fifty (250) pounds (113.4 kilograms) on the fixture front.

Please provide your description here: 


(T) Radiation protection requirements for x-ray and gamma ray installations shall conform with NCRP Report Nos. thirty-three (33) and forty-nine (49) and all applicable Department and local requirements. Provision shall be made for testing completed installations before use. All defects shall be corrected before approval.

Please provide your description here: 


(U) Ceiling height shall be at least seven (7) feet ten (10) inches (2.39 meters), with the following exceptions:
(i) Boiler rooms shall have ceiling clearances of at least two (2) feet six (6) inches (76.20 centimeters) above the main boiler header and connecting piping.
(ii) Ceilings in radiographic, operating and delivery rooms, and other rooms containing ceiling mounted equipment or ceiling-mounted surgical light fixtures shall be of sufficient height to accommodate the equipment or fixtures and their normal movement.
(iii) Ceilings in corridors, storage rooms, and toilet rooms shall be at least seven (7) feet eight (8) inches (2.34 meters) in height. Ceiling heights in small, normally unoccupied spaces may be reduced.
(iv) Suspended tracks, rails, and pipes located in the traffic path for patients in beds and/or on stretchers, including those in inpatient service areas, shall be at least seven (7) feet (2.13 meters) above the floor. Clearances in other areas may be six (6) feet eight (8) inches (2.03 meters).
(v) Where existing structures make the above ceiling clearance impractical, clearances shall be as required to avoid injury to individuals who are up to six (6) feet four (4) inches (1.93 meters) tall.
(vi) Seclusion treatment rooms shall have at least a ceiling height of nine (9) feet (2.74 meters).

Please provide your description here: 


(V) Recreation rooms, exercise rooms, equipment rooms, and similar spaces where impact noises may be generated shall not be located directly over patient bed areas or delivery and operating suites, unless special provisions are made to minimize such noise.

Please provide your description here: 


(W) Rooms containing heat-producing equipment, such as boiler or heater rooms, or laundries, shall be insulated and ventilated to prevent the floor surface above and/or the adjacent walls of occupied areas from exceeding a temperature of ten (10) degrees F (60 C) above ambient room temperature.

Please provide your description here: 


(X) The noise reduction criteria shown in Appendix C shall apply to partitions, floors, and ceiling construction in patient areas.

Please provide your description here: 


(Y) Walls required to be fire rated or for smoke compartmentation shall be stenciled above the ceiling with at least two (2) inch high block letters, as follows: "2-HR WALL", "1-HR WALL", or "SMOKE COMPARTMENT WALL".

Please provide your description here: 



	

	310:667-49-28(b)(2)    Finishes. 
(A) Cubicle curtains and draperies shall be noncombustible or flame-retardant, and shall pass both the large and small scale tests of NFPA 701 and NFPA 13 when applicable.

Please provide your description here: 


(B) Materials and certain plastics known to produce noxious gases when burned shall not be used for mattresses, upholstery, and other items insofar as practical. Typical "hard" floor coverings such as vinyl, vinyl composition, and rubber normally do not create a major fire or smoke problem.

Please provide your description here: 


(C) Floors in areas and rooms in which flammable anesthetic agents are stored or administered shall comply with NFPA 99. Conductive flooring may be omitted in anesthetizing areas where a written resolution is signed by the hospital board stating that no flammable anesthetic agents shall be used and appropriate notices are permanently and conspicuously affixed to the wall in each such area and room.

Please provide your description here: 


(D) Floor materials shall be easily cleanable and appropriately wear-resistant for the location. Floors in areas used for food preparation or food assembly shall be water-resistant. Floor surfaces, including tile joints, shall be resistant to food acids. In all areas subject to frequent wet-cleaning methods, floor materials shall not be physically affected by germicidal cleaning solutions. Floors subject to traffic while wet, such as shower and bath areas, kitchens and similar work areas shall have a non slip surface.

Please provide your description here: 


(E) In new construction or major renovation work, the floors and wall bases of operating and delivery rooms used for caesarean sections shall be monolithic and joint free. The floors and wall bases of kitchens, soiled workrooms, and other areas subject to frequent wet cleaning shall also be homogeneous, but may have tightly sealed joints.

Please provide your description here: 


(F) Wall finishes shall be washable. In the vicinity of plumbing fixtures, wall finishes shall be smooth and water-resistant. In dietary and food preparation areas, wall construction, finish, and trim, including the joints between the walls and the floors, shall be free of insect and rodent-harboring spaces. In operating rooms, delivery rooms for caesarean sections, isolation rooms, and sterile processing rooms, wall finishes shall be free of fissures, open joints, or crevices that may retain or permit passage of dirt particles.

Please provide your description here: 


(G) Floors and walls penetrated by pipes, ducts, and conduits shall be tightly sealed to minimize entry of rodents and insects. Joints of structural elements shall be similarly sealed.

Please provide your description here: 


(H) Ceilings, including exposed structure in areas normally occupied by patients or staff in food preparation and food-storage areas, shall be cleanable with routine housekeeping equipment. Acoustic and lay-in ceiling, where used, shall not interfere with infection control. In dietary areas and in other areas where dust fallout may present a problem, suspended ceilings shall be provided.

Please provide your description here: 


(I) Ceiling finishes in semirestricted areas such as clean corridors, central sterile supply spaces, specialized radiographic rooms, and minor surgical procedure rooms must be smooth, scrubbable, nonabsorptive, nonperforated, capable of withstanding cleaning with chemicals, and without crevices that can harbor mold and bacterial growth. If lay-in ceiling is provided, it shall be gasketed or clipped down to prevent the passage of particles from the cavity above the ceiling plane into the semirestricted environment. Perforated, irregular, serrated cut, or highly textured tiles are not acceptable.

Please provide your description here: 


(J) Ceiling finishes in restricted areas such as operating rooms shall be monolithic, scrubbable, and capable of withstanding chemicals. Cracks or perforations in these ceilings are not allowed.

Please provide your description here: 


(K) In psychiatric patient rooms, toilets, and seclusion rooms, the ceiling and air distribution devices, lighting fixtures, sprinkler heads, and other appurtenances shall be of a tamper-resistant type.

Please provide your description here: 


(L) Rooms used for protective environment shall not have carpeted floors and shall have monolithic ceilings.”

Please provide your description here: 
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