Project Title: _________________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:667 for Hospitals.  The functional program describes the project.  It includes the “General Functional Program Template” that addresses the requirements at 310:667-41-1(e) AND additional PROJECT-SPECIFIC TEMPLATES that address the requirements for different areas/departments/hospital types.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:667 Subchapter 49 for General Medical Surgical Hospital Construction Requirements.  To access OAC 310:667 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 667: Hospital Standards.
6.) Scroll down and select Subchapter 49: General Medical Surgical Hospital Construction Requirements.
7.) Then click Section 310:667-49-33—Skilled Nursing Unit.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	Narrative Program Element

	310:667-49-33(b) “Resident Unit. Each resident unit shall contain the following:
(1) Resident units are groups of resident rooms, staff work areas, service areas and resident support areas, whose size and configuration are based upon organizational patterns of staffing, functional operations and communications, as provided in the functional program for the facility.

Please provide your description here: 


(2) Unit size
(A) Maximum sixty (60) beds, or
(B) Maximum one hundred fifty (150) feet travel distance between nurse's station and resident room.

Please provide your description here: 


(3) Arranging groups of resident rooms adjacent to decentralized service areas, optional satellite staff work areas, and optional decentralized resident support areas is acceptable.

Please provide your description here: 


(4) In new construction, resident units shall be arranged to avoid unrelated traffic through the unit.

Please provide your description here: 


(5) Each resident room shall meet the following requirements:
(A) Maximum room occupancy in renovations, less than fifty (50) percent change, shall be four (4) residents.

Please provide your description here: 


(B) Maximum room occupancy for new construction shall be two (2) occupants.

Please provide your description here: 


(C) Based upon the function program for the facility, provisions shall be made for individual occupancy when medically or behaviorally indicated.

Please provide your description here: 


(D) In new construction, room areas exclusive of toilets, closets, lockers, wardrobes, alcoves, or vestibules, shall be at least one hundred-twenty (120) square feet (11.15 square meters) in single bed rooms and one hundred (100) square feet (9.29 square meters) per bed in multiple-bed rooms. In renovations, room areas exclusive of toilets, closets, lockers, wardrobes, alcoves, or vestibules, shall be at least one hundred (100) square feet (9.29 square meters) in single bed rooms and eighty (80) square feet (7.43 square meters) per bed in multiple-bed rooms. In multiple-bed rooms, clearance shall allow for the movement of beds and equipment without disturbing residents. The dimensions and arrangement of rooms shall be such that there is at least three (3) feet (0.91 meter) between the sides and foot of the bed and any wall, other fixed obstruction, or bed. If function is not impaired, minor encroachments such as columns, lavatories, and door swings may be ignored in determining space requirements.

Please provide your description here: 


(E) Each room shall have a window that meets the requirements at OAC 310:667-49-28(b)(1)(J).

Please provide your description here: 


(F) A nurse call system shall be provided. Each bed shall be provided with a call device. Two (2) call devices serving adjacent beds may be served by one (1) call station. Calls shall activate a visible signal in the corridor at the resident's door or other appropriate location. In multi-corridor nursing units, additional visible signals shall be installed at corridor intersections. A nurse emergency call system shall be provided at each inpatient toilet, bath, sitz bath, and shower room. This system shall be accessible to a collapsed resident lying on the floor. Inclusion of a pull cord satisfies this requirement. The emergency call system shall be designed so that a signal activated at a resident's calling station initiates a visible and audible signal distinct from the regular nurse call system that can be turned off only at the resident call station. The signal shall activate an annunciator panel at the nurses station or other appropriate location, a visible signal in the corridor at the resident's door, and at other areas defined by the functional program.

Please provide your description here: 


(G) Handwashing stations shall be provided in each resident room. They may be omitted from single-bed or two (2) bed rooms when such is located in an adjoining toilet room serving that room only.

Please provide your description here: 


(H) Each resident shall have access to a toilet room without having to enter the corridor area. One (1) toilet room shall serve no more than four (4) beds and no more than two (2) resident rooms in renovation projects and no more than two residents in new construction.

Please provide your description here: 


(I) The toilet room shall contain a water closet, a handwashing station, and a horizontal surface for the personal effects of each resident. Doors to toilet rooms shall comply with the requirements of NFPA 101, 2000 edition, with provisions made to ensure acoustical privacy and resident safety. Toilets utilized by residents shall be accessible as required at OAC 310:667-41-3.

Please provide your description here: 


(J) Each resident bedroom shall have a wardrobe, locker, or closet with clear dimensions of at least one (1) foot ten (10) inches (55.88 centimeters) depth by one (1) foot eight (8) inches (50.80 centimeters); with a shelf and clothes rod provided at heights accessible to the resident. Accommodations shall be made for the storage of full-length garments. The shelf may be omitted if the unit provides at least two (2) drawers and capacity for storing extra blankets, pillows, etc.

Please provide your description here: 


(K) Visual privacy shall be provided for each resident in multiple-bed rooms. Design for privacy shall not restrict resident access to the toilet, lavatory, room entrance, window, or other shared common areas within the resident's room.

Please provide your description here: 


(L) Beds shall be no more than two (2) deep from windows in new construction and three (3) deep from windows in renovated construction.

Please provide your description here: 


(6) The size and features of each service area shall depend upon the number and types of residents served. Although identifiable spaces are required for each indicated function, consideration shall be given to multiple-use designs that provide equal, though unspecified, areas. Service areas may be arranged and located to serve more than one (1) nursing unit, but at least one (1) such service area shall be provided on each nursing floor unless noted otherwise. Except where the words room or office are used, service may be provided in a multipurpose area. The following service areas shall be located in or be readily accessible to each nursing unit:
(A) Nurses station. This shall have space for charting, storage, and administrative activities.

Please provide your description here: 


(B) Toilet room(s). Toilets with handwashing stations for staff shall be provided and may be unisex.

Please provide your description here: 


(C) Lockable closets, drawers, or compartments shall be provided for safekeeping of staff personal effects such as handbags.

Please provide your description here: 


(D) Staff lounge area(s) shall be provided and may be shared by more than one (1) nursing unit or service.

Please provide your description here: 


(E) Clean utility room. If the room is used for work, it shall contain a counter, handwashing station, and storage facilities for clean and sterile supplies. If the room is used only for storage and holding as part of a system for distribution of clean and sterile materials, the work counter and handwashing station may be omitted.

Please provide your description here: 


(F) Soiled utility or soiled holding room. This shall contain a clinical sink or equivalent flushing-rim fixture with a rinsing hose or a bed pan sanitizer, handwashing station, soiled linen receptacles, and waste receptacles in the number and type as required in the functional program for the facility.

Please provide your description here: 


(G) Medication station. Provision shall be made for twenty-four (24) hour distribution of medications. A medicine preparation room, a self-contained medicine dispensing unit, or other system may be used for this purpose. The medicine preparation room, if used, shall be visually controlled from the nurses station. It shall contain a work counter, sink, refrigerator, and locked storage for controlled drugs. It shall have an area of at least fifty (50) square feet (4.65 square meters). A self contained medicine dispensing unit, if used, may be located at the nurses station, in the clean workroom, in an alcove, or in other space convenient for staff control. The standard cup sinks provided in many self contained units are not adequate for handwashing.

Please provide your description here: 


(H) Clean linen storage. A separate closet or designated area shall be provided. If a closed-cart system is used, storage may be in an alcove where staff control can be assured.

Please provide your description here: 


(I) Nourishment station. This shall contain a work counter, refrigerator, storage cabinets, and a sink for serving nourishments between meals. Ice for residents consumption shall be provided by icemaker units which may serve more than one (1) nourishment station. Where accessible to resident and the public, ice-maker units shall be self-dispensing. Ice-makers shall be located, designed, and installed to minimize noise. The nourishment station shall include space for trays and dishes used for nonscheduled meal service. Handwashing facilities shall be in or immediately accessible from the nourishment station.

Please provide your description here: 


(J) Storage space for wheelchairs that shall be located away from normal traffic flow.

Please provide your description here: 


(K) Resident bathing facilities. At least one (1) bathtub or shower shall be provided for every twenty (20) beds or major fraction thereof not otherwise served by bathing facilities in resident rooms. Residents shall have access to at least one bathtub per floor or unit, sized to permit assisted bathing in a tub or shower. The bathtub in this room shall be accessible to residents in wheelchairs and the shower shall accommodate a shower gurney with fitting for a resident in a recumbent position. Other showers and tubs shall be in individual room(s) or enclosure(s) with space for private use of the bathing fixture, for drying and dressing and access to a grooming location containing a sink, mirror and counter or shelf.

Please provide your description here: 


(L) A separate toilet shall be provided that is directly accessible to each multifixture central bathing area without requiring entry into the general corridor. This may also serve as the required toilet training facility.


Please provide your description here: 



	

	310:667-49-33(c) Resident support areas. 
(1) Area need. In new construction, the total area set aside for dining, resident lounges, and recreation areas shall be at least thirty-five (35) square feet (3.25 square meters) per bed with a total area of at least two hundred twenty-five (225) square feet (20.90 square meters). At least twenty (20) square feet (1.86 square meters) per bed shall be available for dining. Additional space may be required for outpatient day care programs. For renovations, at least fourteen (14) square feet (1.30 square meters) per bed shall be available for dining. Additional space may be required for outpatient day care programs.

Please provide your description here: 


(2) Storage. Storage space(s) for supplies, resident needs, and recreation shall be provided. This area shall be on-site but not necessarily in the same building as the resident room, provided access is convenient.

Please provide your description here: 



	

	310:667-49-33(d) Activities. If included in the functional program, the minimum requirements for new construction shall include:
(1) Area shall be available for storage of large items used for large group activities. This storage shall be accessible to the area served (point of use).

Please provide your description here: 


(2) A space for small group and "one-on-one" activities shall be readily accessible to the residents.

Please provide your description here: 


(3) Space and equipment shall be readily accessible for carrying out each of the activities defined in the functional program.

Please provide your description here: 


(4) Resident toilet rooms shall be convenient to the area.

Please provide your description here: 



	

	310:667-49-33(e) Rehabilitation therapy. Each skilled nursing unit that provides physical and/or occupational therapy services for rehabilitating long-term care residents shall have areas and equipment that conform to program intent. Where the nursing facility is part of a general hospital or other facility, services may be shared as appropriate. The following shall be located on-site and convenient for use:
(1) Space for files, records, and administrative activities.

Please provide your description here: 


(2) Provisions for wheelchair residents.

Please provide your description here: 


(3) Storage for supplies and equipment.

Please provide your description here: 


(4) Handwashing facilities within the therapy unit.

Please provide your description here: 


(5) Space and equipment for carrying out each of the types of therapy that may be prescribed.

Please provide your description here: 


(6) Provisions for resident privacy.

Please provide your description here: 


(7) Housekeeping rooms, in or near unit.

Please provide your description here: 


(8) Resident toilet room(s), usable by wheelchair residents.

Please provide your description here: 


(9) Additional outpatient requirements:
(A) Convenient facility access for the disabled.
(B) Lockers for storing patients' clothing and personal effects.
(C) Outpatient facilities for dressing.
(D) Shower(s) for patient use.

Please provide your description here: 



	

	310:667-49-33(f) Barber/beauty area. Facilities and equipment for resident hair care and grooming shall be provided separate from the resident rooms. These may be unisex and can be located adjacent to central resident activity areas, provided that location and scheduling preserve patient dignity. Resident toilets shall be readily accessible to the hair and grooming area(s).

Please provide your description here: 



	

	310:667-49-33(g) Alzheimer's and other dementia units. 
(1) Areas or pieces of furniture that could be hazardous to residents should be eliminated or designed to minimize possible accidents.

Please provide your description here: 


(2) All locking arrangements shall comply with the requirements contained in the NFPA 101, 2000 edition. All secured units shall, at a minimum, contain appropriate activity areas, dining, bathing, soiled linen/utility, and staff work area.

Please provide your description here: 


(3) Secured outdoor areas shall be made available to residents.

Please provide your description here: 


(4) Activity space for resident use in dementia programs shall be provided.

Please provide your description here: 



	

	310:667-49-33(h) General services. The following services shall be provided:
(1) Dietary facilities. Food service facilities and equipment shall conform with requirements of this Chapter and other appropriate codes and shall provide food service for residents, staff, and visitors of the unit.
(A) Food receiving, storage, and preparation areas shall facilitate quality control. Provision shall be made for the transport of hot and cold foods, as required by the functional program. Separate dining areas shall be provided for staff and for residents. The design and location of dining facilities shall encourage resident use.

Please provide your description here: 


(B) Facilities shall be furnished to provide nourishments and snacks between scheduled meals.

Please provide your description here: 


(C) The dietary facility shall be easily cleaned and maintained in a sanitary condition.

Please provide your description here: 


(D) Functional elements. If the dietary facility is on-site, the following facilities, in the size and number appropriate for the type of food service selected, shall be provided:
(i) A control station for receiving and controlling food supplies.

Please provide your description here: 


(ii) Storage space, including cold storage, for at least a four-day supply of food. Facilities in more remote areas may require proportionally more food storage facilities.

Please provide your description here: 


(iii) Food preparation facilities. Conventional food service systems require space and equipment for preparing, cooking, and baking. Convenience food service systems using frozen prepared meals, bulk packaged entrees, individual packaged portions, or those using contractual commissary services, require space and equipment for thawing, portioning, cooking, and/or baking.

Please provide your description here: 


(iv) Handwashing stations located in the food preparation area.

Please provide your description here: 


(v) Facilities for assembly and distribution to patient rooms.

Please provide your description here: 


(vi) Separate dining facilities for residents and staff.

Please provide your description here: 


(vii) Warewashing space located in a room or an alcove separate from the food preparation and servicing area. Commercial-type warewashing equipment shall be provided. Space shall also be provided for receiving, scraping, sorting, and stacking soiled tableware and for transferring clean tableware to the using areas. Convenient handwashing stations shall be provided.

Please provide your description here: 


(viii) Potwashing facilities.

Please provide your description here: 


(ix) Storage areas and sanitizing facilities for cans, carts, and mobile tray conveyors.

Please provide your description here: 


(x) Waste, storage, and recycling facilities located in a separate room easily accessible to the outside for direct disposal or pick-up.

Please provide your description here: 


(xi) Office(s) or desk spaces for dietician(s) and/or dietary service manager.

Please provide your description here: 


(xii) Toilet for dietary staff convenient to the kitchen area.

Please provide your description here: 


(xiii) A housekeeping room located within the dietary department. This shall include a floor receptor or service sink and storage space for housekeeping equipment and supplies.

Please provide your description here: 


(xiv) Ice-making facilities located in the food preparation area or in a separate room. It shall be easily cleaned and convenient to the dietary department.

Please provide your description here: 


(2) Administrative areas and public areas. The following shall be provided and may be common with the general medical surgical hospital:
(A) Entrance. This shall be at grade level, sheltered from inclement weather, and accessible to the handicapped.

Please provide your description here: 


(B) Administrative/lobby area. This shall include:
(i) A counter or desk for reception and information.
(ii) Public waiting area(s).
(iii) Public toilet facilities.
(iv) Public telephone(s).
(v) Drinking fountain(s).

Please provide your description here: 


(3) General or individual office(s). These shall be provided for business transactions, admissions, social services, medical and financial records, and administrative and professional staff. There shall be provisions for private interviews.

Please provide your description here: 


(4) Multipurpose room(s). There shall be a multipurpose room for conferences, meetings, and health education purposes as required by the functional program; it shall include provisions for the use of visual aids. One (1) multipurpose room may be shared by several services.

Please provide your description here: 


(5) Storage for office equipment and supplies.

Please provide your description here: 


(6) Clerical files and staff office space shall be provided as needed.

Please provide your description here: 



	

	310:667-49-33(i) Linen Services
(1) Each facility shall have provisions for storing and processing of clean and soiled linen for appropriate resident care. Processing may be done within the facility, in a separate building or off-site, or in a commercial or shared laundry. At least, the following elements shall be included:
(A) A separate room for receiving and holding soiled linen until ready for pickup or processing. Such room shall have proper ventilation and exhaust.

Please provide your description here: 


(B) A central, clean linen storage and issuing room(s), in addition to the linen storage required at individual resident units.

Please provide your description here: 


(C) Provisions shall be made for parking of clean and soiled linen carts separately and out of traffic.

Please provide your description here: 


(D) Handwashing stations in each area where unbagged, soiled linen is handled.

Please provide your description here: 


(2) If linen is processed off-site, provisions shall also be made for:
(A) A service entrance, protected from inclement weather, for loading and unloading of linen.

Please provide your description here: 


(B) Control station for pickup and receiving.

Please provide your description here: 


(3) If linen is processed in a laundry facility within the facility, the following shall be provided:
(A) A receiving, holding, and sorting room for control and distribution of soiled linen. Discharge from soiled linen chutes may be received within the room or a separate room adjacent to it.

Please provide your description here: 


(B) Washers/extractors may be located between the soiled linen receiving and clean processing areas. Personal laundry, if decentralized, may be handled within one room or rooms, so long as there are separate, defined areas for handling clean and soiled laundry.

Please provide your description here: 


(C) Storage for laundry supplies.

Please provide your description here: 


(D) Linen inspection and mending area.

Please provide your description here: 


(E) Arrangement of equipment that will permit orderly flow and minimize cross-traffic that might mix clean and soiled operations.

Please provide your description here: 



	

	310:667-49-33(j) Housekeeping rooms. Housekeeping rooms shall be provided throughout the unit as required to maintain a clean and sanitary environment. Each shall contain a floor receptor or service sink and storage space for housekeeping equipment and supplies. There shall not at least one (1) housekeeping room for each floor of the unit.

Please provide your description here: 



	

	310:667-49-33(k) Engineering service and engineering areas. The following shall be provided as necessary for effective service and maintenance functions:
(1) Room(s) or separate building(s) for boilers, mechanical, and electrical equipment.

Please provide your description here: 


(2) Provisions for protected storage of facility drawings, records, manuals, etc.

Please provide your description here: 


(3) General maintenance area for repair and maintenance.

Please provide your description here: 


(4) Storage for solvents and flammable liquids shall comply with applicable NFPA codes.

Please provide your description here: 


(5) Yard equipment and supply storage areas shall be located so that equipment may be moved directly to the exterior.

Please provide your description here: 


(6) Loading dock, receiving and breakout area(s), if required by the functional program. These may be shared with other services.

Please provide your description here: 


(7) General storage spaces shall be provided for furniture and equipment such as intravenous stands, inhalators, air mattresses, walkers, etc., medical supplies, housekeeping supplies, and equipment.

Please provide your description here: 



	

	310:667-49-33(l) Details and finishes. Nursing facilities require features that encourage ambulation of long-term residents. Potential hazards to the infirm, such as sharp corners, highly polished floors, and loose carpets, shall be avoided.
(1) Details. 
(A) The placement of drinking fountains, public telephones, and vending machines shall not restrict corridor traffic or reduce the corridor width below the minimum stipulated in NFPA 101.

Please provide your description here: 


(B) Doors to all rooms containing bathtubs, sitz baths, showers, and water closets for resident use shall be hinged, sliding, or folding.

Please provide your description here: 


(C) Windows and outer doors that may be left open shall have insect screens.

Please provide your description here: 


(D) Resident rooms or suites in new construction shall have windows. Operable windows or vents that open from the inside shall be restricted to inhibit possible resident escape or suicide. Windows shall have sills located above grade, but no higher than 36 inches (914.4 millimeters) above the finished floor.

Please provide your description here: 


(E) Doors, sidelights, borrowed lights, and windows glazed to within eighteen (18) inches (45.72 centimeters) of the floor shall be constructed of safety glass, wire glass, tempered glass, or plastic glazing material that resists breaking and creates no dangerous cutting edges when broken. Similar materials shall be used in wall openings in activity areas, such as recreation rooms and exercise rooms, unless fire safety codes require otherwise. Glazing for shower doors and tub enclosures shall be safety glass or plastic.

Please provide your description here: 


(F) Thresholds and expansion joint covers shall be designed to facilitate use of wheelchairs and carts and to prevent tripping.

Please provide your description here: 


(G) Grab bars shall be installed in all resident toilets, showers, tubs, and sitz baths. For wallmounted grab bars, a one and one-half (1 1/2) inch (3.81 centimeter) clearance from walls is required. Bars, including those which are part of fixtures such as soap dishes, shall have the strength to sustain a concentrated load of at least two hundred fifty (250) pounds (113.4 kilograms).

Please provide your description here: 


(H) Handrails shall be provided on both sides of all corridors normally used by residents. A clearance of one and one-half (1 1/2) inches (3.81 centimeters) shall be provided between the handrail and the wall. Rail ends shall be finished to minimize potential for personal injury.

Please provide your description here: 


(I) Handwashing stations shall be constructed with sufficient clearance for blade-type operating handles as may be required.

Please provide your description here: 


(J) Lavatories and handwashing stations shall be securely anchored.

Please provide your description here: 


(K) Each resident handwashing station shall have a mirror. Mirror placement shall allow for convenient use by both wheelchair occupants and/or ambulatory persons. Tops and bottoms may be at levels usable by individuals either sitting or standing, or additional mirrors may be provided for wheelchair occupants. One (1) separate full-length mirror may serve for wheelchair occupants.

Please provide your description here: 


(L) Provisions for hand drying shall be included at all hand washing stations. These shall be paper or cloth towels enclosed to protect against dust or soil and to insure single-unit dispensing.

Please provide your description here: 


(M) Ceiling height shall be at least seven (7) feet ten (10) inches (2.39 meters) with the following exceptions:
(i) Rooms containing ceiling-mounted equipment shall have the required ceiling height to ensure proper functioning of that equipment.
(ii) Ceilings in corridors, storage rooms, and toilet rooms shall be at least seven (7) feet eight (8) inches (2.34 meters). Ceilings in normally unoccupied spaces may be reduced to seven (7) feet (2.13 meters).
(iii) Building components and suspended tracks, rails, and pipes located along the path of normal traffic shall be at least seven (7) feet (2.13 meters) above the floor.
(iv) Boiler rooms shall have ceiling clearances of at least 2 feet 6 inches (762 millimeters) above the main boiler and connecting pipe.
(v) In buildings being renovated, it is desirable to maintain the minimum ceiling heights required at OAC 310:667-49-33(j)(1)(M). However, in no case shall ceiling heights be reduced more than 4 inches (25.4 millimeters) below the minimum requirement for new construction.
(vi) Architecturally framed and trimmed openings in corridors and rooms shall be permitted, provided that a minimum clear opening height of 7 feet (2.13 meters) is maintained.

Please provide your description here: 


(N) Rooms containing heat-producing equipment, such as boiler rooms, heater rooms, and laundries shall be insulated and ventilated to prevent the floors of occupied areas overhead and the adjacent walls from exceeding a temperature of ten (10) degrees F (6 degrees C) above the ambient room temperature of such occupied areas.

Please provide your description here: 


(2) Finishes. 
(A) Cubicle curtains and draperies shall be noncombustible or flame-retardant as prescribed in both the large- and small-scale tests in NFPA 701.

Please provide your description here: 


(B) Materials provided by the facility for finishes and furnishings, including mattresses and upholstery, shall comply with NFPA 101.

Please provide your description here: 


(C) Floor materials shall be easily cleanable and appropriate for the location. Floors in areas used for food preparation and assembly shall be water resistant. Floor surfaces, including tile joints, shall be resistant to food acids. In all areas subject to frequent wet-cleaning methods, floor materials shall not be physically affected by germicidal cleaning solutions. Floors subject to traffic while wet, such as shower and bath areas, kitchens, and similar work areas, shall have a non skid surface. Carpet and padding in resident areas shall be stretched taut and free of loose edges or wrinkles that might create hazards or interfere with the operation of wheelchairs, walkers or wheeled carts.

Please provide your description here: 


(D) Wall bases in areas subject to routine wet cleaning shall be covered, integrated with the floor, and tightly sealed.

Please provide your description here: 


(E) Wall finishes shall be washable and, if near plumbing fixtures, shall be smooth and moisture free.

Please provide your description here: 


(F) The finishes of all exposed ceilings and ceiling structures in resident rooms and staff work areas shall be readily cleanable with routine housekeeping equipment. Finished ceilings shall be provided in dietary and other areas where dust fallout might create a problem.

Please provide your description here: 


(3) Construction features. All parts of the skilled nursing unit shall be designed and constructed to sustain dead and live loads in accordance with local and national building codes and accepted engineering practices and standards, including requirements for NFPA 101. Since these units are located within a hospital; general medical surgical hospital mechanical, electrical, plumbing and ventilation requirements shall be met.”

Please provide your description here: 
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