Project Title: _________________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:667 for Hospitals.  The functional program describes the project.  It includes the “General Functional Program Template” that addresses the requirements at 310:667-41-1(e) AND additional PROJECT-SPECIFIC TEMPLATES that address the requirements for different areas/departments/hospital types.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:667 Subchapter 49 for General Medical Surgical Hospital Construction Requirements.  To access OAC 310:667 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 667: Hospital Standards.
6.) Scroll down and select Subchapter 49: General Medical Surgical Hospital Construction Requirements.
7.) Then click Section 310:667-49-30—Special Systems.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	Facility Name: Click here to enter facility name.		
Project Title:       Click here to enter project title.          
Date: Click here to enter a date.	 
Contact person: Click here to enter text.
Contact person’s phone number: Click here to enter text.
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If no, please indicate the number of submittals

	Narrative Program Element

	310:667-49-6(b)  “Elevators. 
(1) All buildings having patient facilities such as bedrooms, dining rooms, or recreation areas or critical services such as operating, delivery, diagnostic, or therapeutic services located on other than the main entrance floor shall have electric or hydraulic elevators. Installation and testing of elevators shall comply with ANSI/ASME A17.1 for new construction and ANSI/ASME A17.3 for existing facilities.


Please provide your description here: 
	
 
(2) Engineered traffic studies are recommended, but in their absence the following guidelines for minimum number of elevators shall apply:
(A) At least one (1) hospital-type elevator shall be installed when one (1) to fifty-nine (59) patient beds are located on any floor other than the main entrance floor.


Please provide your description here: 
	

(B) At least two (2) hospital-type elevators shall be installed when sixty (60) to two hundred (200) patient beds are located on any floor other than the main entrance floor, or where the major inpatient services are located on a floor other than those containing patient beds. Elevator service may be reduced for those floors providing only partial inpatient services.


Please provide your description here: 
	

(C) At least three (3) hospital-type elevators shall be installed when 201 to 350 patient beds are located on any floor other than the main entrance floor, or where the major inpatient services are located on a floor other than those containing patient beds. Elevator service may be reduced for those floors providing only partial inpatient services.


Please provide your description here: 
	

(D) For hospitals with more than 350 beds, the number of elevators required shall be determined from a study of the hospital plan and the expected vertical transportation requirements.

Please provide your description here: 
	
 
(3) Hospital-type elevator cars shall have inside dimensions that accommodate a patient bed with attendants. Cars shall be at least 5 feet 8 inches (1.73 meters) wide by 9 feet (2.74 meters) deep. Car doors shall have a clear opening of not less than 4.5 feet (1.37 meters) wide and 7 feet (2.13 meters) high. In renovations, existing elevators that can accommodate patient beds used in the facility will not be required to be increased in size. Additional elevators installed for visitors and material handling may be smaller than those required in this Section within restrictions set by standards for disabled access.


Please provide your description here: 
	
 
(4) Elevators shall be equipped with a two-way automatic level-maintaining device with an accuracy of ± 1/4 inch (± 6.4 millimeters).



Please provide your description here: 
	
 
(5) Elevators shall have handrails on all sides without entrance doors. Handrail projections of up to 3.5 inches (88.9 millimeters) shall not be construed as diminishing the clear inside dimensions.


Please provide your description here: 
	
 
(6) Each elevator, except those for material handling, shall be equipped with an independent keyed switch for staff use for bypassing all landing button calls and responding to car button calls only.

Please provide your description here: 
	
 
(7) Elevator call buttons and controls shall not be activated by heat or smoke. Light beams, if used for operating door reopening devices without touch, shall be used in combination with door-edge safety devices and shall be interconnected with a system of smoke detectors. This is so that the light control feature will be overridden or disengaged should it encounter smoke at any landing.


Please provide your description here: 
	


(8) Field inspections and tests shall be made and the owner shall be furnished with written certification stating that the installation meets the requirements set forth in this section as well as all applicable safety regulations and codes.

Please provide your description here: 
	


	

	310:667-49-30(c) Waste processing services. 
(1) Storage and disposal. Facilities shall be provided for sanitary storage and treatment or disposal of waste using techniques acceptable to the Department and environmental authorities. The functional program shall stipulate the categories and volumes of waste for disposal and shall stipulate the methods of disposal for each.


Please provide your description here: 
	

(2) Medical waste. Medical waste shall be disposed of either by incineration or other approved technologies. Incinerators or other major disposal equipment may be shared by two or more institutions.
(A) Incinerators or other major disposal equipment may also be used to dispose of other medical waste where local regulations permit. Equipment shall be designed for the actual quantity and type of waste to be destroyed and should meet all applicable regulations.


Please provide your description here: 
	

(B) Incinerators with 50-pounds-per-hour or greater capacities shall be in a separate room or outdoors; those with lesser capacities may be located in a separate area within the facility boiler room. Rooms and areas containing incinerators shall have adequate space and facilities for incinerator charging and cleaning, as well as necessary clearances for work and maintenance. Provisions shall be made for the operation, temporary storage, and disposal of materials so that odors and fumes do not drift back into occupied areas. Existing approved incinerator installations, which are not in separate rooms or outdoors, may remain unchanged provided they meet the above criteria.


Please provide your description here: 
	

(C) The design and construction of incinerators and trash chutes shall comply with NFPA 82.


Please provide your description here: 
	

(D) Consideration shall be given to the recovery of waste heat from on-site incinerators used to dispose of large amounts of waste materials.


Please provide your description here: 
	

(E) Incinerators shall be designed in a manner fully consistent with the protection of public and environmental health, both on-site and off-site, and in compliance with federal, state, and local statutes and regulations.”


Please provide your description here: 
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