Project Title: _________________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:667 for Hospitals.  The functional program describes the project.  It includes the “General Functional Program Template” that addresses the requirements at 310:667-41-1(e) AND additional PROJECT-SPECIFIC TEMPLATES that address the requirements for different areas/departments/hospital types.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:667 Subchapter 49 for General Medical Surgical Hospital Construction Requirements.  To access OAC 310:667 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 667: Hospital Standards.
6.) Scroll down and select Subchapter 49: General Medical Surgical Hospital Construction Requirements.
7.) Then click Section 310:667-49-7—Surgical Suite.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	Narrative Program Element

	310:667-49-7(b) “When bronchoscopy is performed on persons who are known or suspected of having pulmonary tuberculosis, the procedure room shall meet the airborne infection isolation room ventilation requirements.”

Please provide your description here: 



	

	310:667-49-7(c) “When invasive procedures are performed on persons who are known or suspected of having airborne infectious disease, these procedures should not be performed in the operating suite. They shall be performed in a room meeting airborne infection isolation ventilation requirements or in a space using local exhaust ventilation. If the procedure must be performed in the operating suite, see the "CDC Guidelines for Preventing the Transmission of Mycobacterium Tuberculosis in Health Care Facilities."”

Please provide your description here: 




	

	310:667-49-7(d) “Additions to, and adaptations of, the following elements shall be made for the special-procedure operating rooms found in larger hospitals.”

Please provide your description here: 



	310:667-49-7(e) “The following shall be provided:


	310:667-49-7(e)(1) Surgery 
(A) The clinical practice setting shall be designed to facilitate movement of patients and personnel into, through, and out of defined areas within the surgical suite. Signs shall clearly indicate the surgical attire required.

Please provide your description here: 


(B)    The surgical suite shall be divided into three designated areas, unrestricted; semirestricted; and restricted, that are defined by the physical activities performed in each area.
(i)    The unrestricted area includes a central control point established to monitor the entrance of patients, personnel, and materials. Street clothes are permitted in this area, and traffic is not limited.

Please provide your description here: 


(ii)    The semirestricted area includes peripheral support areas of the surgical suite and has storage areas for clean and sterile supplies, work areas for storage and processing of instruments, and corridors leading to the restricted areas of the surgical suite. Traffic in this area is limited to authorized personnel and patients. Personnel are required to wear surgical attire and cover all head and facial hair.

Please provide your description here: 


(iii)    The restricted area includes operating and procedure rooms, the clean core and scrub sink areas. Surgical masks and hair coverings are required. Masks are required where open sterile supplies or scrubbed persons may be located.

Please provide your description here: 


(C)    In new construction, each general operating room shall have at least four hundred (400) square feet (37.16 square meters) of clear area exclusive of fixed or wall-mounted cabinets and built-in shelves, with at least twenty (20) feet (6.10 meters) clear dimension between fixed cabinets and built-in shelves; and a system for emergency communication with the surgical suite control station. X-ray film illuminators for handling at least four (4) films simultaneously shall be provided. In renovation projects, each room shall have at least three hundred-sixty (360) square feet (33.45 square meters) of clear area, exclusive of fixed or wall-mounted cabinets and built-in shelves, with at least eighteen (18) feet (5.49 meters) of clear dimension between fixed cabinets and built-in shelves. For renovation projects, the requirements at OAC 310:667-49-7(e)(1)(F) shall apply.

Please provide your description here: 


(D)    Room(s) for cardiovascular, orthopedic, neurological, and other special procedures require additional personnel and/or large equipment. When included, these rooms shall have, in addition to the above, at least six hundred (600) square feet (55.74 square meters) of clear area, with at least twenty (20) feet (6.10 meters) clear dimension exclusive of fixed or wall-mounted cabinets and built-in shelves. When open-heart surgery is performed, an additional room in the restricted area of the surgical suite, preferably adjoining this operating room, shall be designated as a pump room where extra corporeal pump(s), supplies and accessories are stored and serviced. Where complex orthopedic and neurosurgical surgery is performed, additional rooms shall be in the restricted area of the surgical suite, preferably adjoining the specialty operating rooms, which shall be designated as equipment storage rooms for the large equipment used to support these procedures. Appropriate plumbing and electrical connections shall be provided in the cardiovascular, orthopedic, neurosurgical, pump, and storage rooms. In renovation projects, orthopedic surgical rooms shall have at least three hundred-sixty (360) square feet (33.5 square meters) of clear area and at least eighteen (18) feet (5 meters) of dimension. Rooms for cardiovascular, neurological, and other special procedures shall have at least four hundred (400) square feet (44.39 square meters) of clear area.

Please provide your description here: 


(E)    When rooms for orthopedic surgery are included, these rooms shall, in addition to the above, have enclosed storage space for splints and traction equipment. Storage may be outside the operating room but shall be conveniently located. If a sink is used for the disposal of plaster of paris, a plaster trap shall be provided.

Please provide your description here: 


(F)    Room(s) for surgical cystoscopic and other endo-urologic procedures shall have at least three hundred-fifty (350) square feet (32.52 square meters) of clear area exclusive of fixed or wall-mounted cabinets and built-in shelves with at least fifteen (15) feet (4.57 meters) of clear dimension between fixed cabinets and built-in shelves. X-ray viewing capability to accommodate at least (4) four films simultaneously shall be provided. Inrenovation projects, rooms for surgical cystoscopy shall have at least two hundred-fifty (250) square feet (23.28 square meters) of clear area.

Please provide your description here: 

(G)    An endoscopy suite shall meet requirements at OAC 310:667-49-35.

Please provide your description here: 


(H)    The functional program may require additional clear space, plumbing, and mechanical facilities to accommodate special functions in one or more of these rooms. When existing functioning operating rooms are modified, and it is impractical to increase the square foot area because of walls or structural members, the operating room may continue in use when requested by the hospital.”

Please provide your description here: 



	

	310:667-49-7(e)(2) “Post-anesthetic care unit (PACU)
(A) Each PACU shall contain a medication station; handwashing facilities; nurse station with charting facilities; clinical sink; provisions for bedpan cleaning; and storage space for stretchers, supplies, and equipment.

Please provide your description here: 


(B) The design shall provide at least eighty (80) square feet for each patient bed with space for additional equipment described in the functional program, and for clearance of at least five (5) feet (1.52 meters) between patient beds and four (4) feet (1.22 meters) between patient bedsides and adjacent walls.

Please provide your description here: 

(C) Provisions shall be made for the isolation of infectious patients. An airborne infection isolation room is not required in a PACU. Provisions for the recovery of a potentially infectious patient with an airborne infection shall be determined by the ICRA.

Please provide your description here: 


(D) Provisions for patient privacy such as cubicle curtains shall be made.

Please provide your description here: 


(E) In new construction, at least one (1) door to the recovery room shall access directly from the surgical suite without crossing public hospital corridors.

Please provide your description here: 

(F) Separate and additional recovery space may be necessary to accommodate surgical outpatients and pediatric patients.

Please provide your description here: 

(G) A staff toilet shall be located within the working area to maintain staff availability to patients.


Please provide your description here: 

(H) Handwashing sinks with foot or elbow controls shall be available in sufficient number, at least one (1) for every four (4) beds uniformly distributed to provide equal access from each patient bed.”

Please provide your description here: 



	

	310: 667-49-7(e)(3) “Service areas. Services, except for the enclosed soiled workroom mentioned in item OAC 310:667-49-7(c)(3)(F) and the housekeeping room in item OAC 310:667-49-7(c)(3)(T), may be shared with the obstetrical facilities if the functional program reflects this concept. Service areas, when shared with delivery rooms, shall be designed to avoid the passing of patients or staff between the operating room and the delivery room areas. The following services shall be provided:

(A) A control station located to permit visual observation of all traffic into the suite.

Please provide your description here: 


(B) A supervisor's office or station. The number of offices, stations, and teaching areas in the surgical suite shall depend upon the functional program.

Please provide your description here: 

(C) A substerile area acts as a service area between two or more operating or procedure rooms and shall be equipped with a flash sterilizer, warming cabinet, sterile supply storage area, and handwashing station with hands-free controls. Sterilizing facilities with high-speed sterilizer(s) or other sterilizing equipment for immediate or emergency use shall be grouped to several operating rooms for convenient, efficient use. A work space and handwashing facility may be included. Other facilities for processing and sterilizing reusable instruments, etc., may be located in another hospital department such as central services.

Please provide your description here: 


(D) Medication station. Provision shall be made for storage and distribution of drugs and routine medications. This may be done from a medicine preparation room or unit, from a self-contained medicine dispensing unit, or by another system. If used, a medicine preparation room or unit shall be under visual control of the nursing staff. It shall contain a work counter, sink, refrigerator, and double-locked storage for controlled substances. Convenient access to handwashing facilities shall be provided. The standard cup-sinks provided in many self-contained units are not adequate.

Please provide your description here: 


(E) Scrub facilities. Two (2) scrub positions shall be provided near the entrance to each operating room. Two (2) scrub positions may serve two (2) operating rooms if both are located adjacent to the entrance of each operating room. Scrub facilities shall be arranged to minimize incidental splatter on nearby personnel, medical equipment, or supply carts. In new construction, view windows at scrub stations permitting observation of operating room interiors shall be provided. The scrub sinks shall be recessed into an alcove out of the main traffic areas. The alcove shall be located off the semirestricted or restricted areas of the surgical suite. Scrub sinks shall be located outside the sterile core.

Please provide your description here: 

(F) An enclosed soiled workroom or soiled holding room that is part of a system for the collection and disposal of soiled material for the exclusive use of the surgical suite shall be provided. It shall be located in the restricted area. The soiled workroom shall contain a flushing-rim clinical sink or equivalent flushing-rim fixture, a handwashing fixture, a work counter, and space for waste receptacles and soiled linen receptacles. Rooms used only for temporary holding of soiled material may omit the flushing-rim clinical sink and work counters. However, if the flushing-rim clinical sink is omitted, other provisions for disposal of liquid waste shall be provided. The room shall not have a direct connection with operating rooms or other sterile activity rooms. Soiled and clean workrooms or holding rooms shall be separated.

Please provide your description here: 

(G) Clean workroom or clean supply room. A clean workroom is required when clean materials are assembled within the surgical suite prior to use or following the decontamination cycle. It shall contain a work counter, a handwashing fixture, storage facilities for clean supplies, and a space to package reusable items. The storage for sterile supplies shall be separated from this space. If the room is used only for storage and holding as part of a system for distribution of clean and sterile supply materials, the work counter and handwashing fixture may be omitted. Soiled and clean workrooms or holding rooms shall be separated. Clean workrooms shall not be used for food preparation.

Please provide your description here: 

(H) Storage space for sterile and clean supplies shall be adequate for the functional plan. The space shall be moisture and temperature controlled and free from cross traffic. An operating room suite design with a sterile core shall provide for no cross traffic of staff and supplies from the decontaminated/soiled areas to the sterile/clean areas. The use of facilities outside the operating room for soiled/decontaminated processing and clean assembly and sterile processing shall be designed to move the flow of goods and personnel from dirty to clean/sterile without compromising standard precautions or aseptic techniques in both departments.

Please provide your description here: 


(I) Medical gas storage facilities. Flammable anesthetics, if used, shall be stored in a separate room in accordance with OAC 310:667-49-29. Main storage of medical gases may be outside or inside the facility. Provision shall be made for additional separate storage of reserve gas cylinders necessary to complete at least one (1) day's procedures.

Please provide your description here: 


(J) The anesthesia workroom for cleaning, testing, and storing anesthesia equipment shall contain work counter(s) and sink(s) and racks for cylinders. Provisions shall be made for separate storage of clean and soiled items. In new construction, depending on the functional and space programs, the anesthesia workroom should provide space for anesthesia case carts and other anesthesia equipment.

Please provide your description here: 


(K) Equipment storage room(s) for equipment and supplies used in surgical suite. Each surgical suite shall provide sufficient storage area to keep its required corridor width free of equipment and supplies, but not less than (150) square feet (13.94 square meters) or (50) square feet (4.65 square meters) per operating room, whichever is the greater.

Please provide your description here: 



(L) Clothing change areas. Appropriate areas shall be provided for male and female staff (orderlies, technicians, nurses, and doctors) working within the surgical suite. The areas shall contain lockers, showers, toilets, lavatories equipped for handwashing, and space for donning scrub suits and booties. These areas shall be arranged to allow a one-way traffic pattern so that personnel entering from outside the surgical suite can change clothing and move directly into the surgical suite.

Please provide your description here: 


(M) Staff lounge and toilet facilities. Separate or combined lounges for male and female staff shall be provided. Lounge(s) shall be designed to minimize the need to leave the suite and provide convenient access to the recovery room.

Please provide your description here: 


(N) Dictation and report preparation area. This may be accessible from the lounge area.

Please provide your description here: 


(O) Phase II Recovery.

(i) Where outpatient surgeries are to be part of the surgical suite, and where outpatients receive Class B or Class C sedation, a Phase II or step-down recovery shall be provided. This requirement shall be satisfied by separate rooms.

Please provide your description here: 


(ii) The room shall contain handwashing stations, a nurse's station with charting facilities, clinical sink, provision for bedpan cleaning, and storage space for supplies and equipment.

Please provide your description here: 


(iii) The design shall provide a minimum (50) square feet (4.65 square meters) for each patient in a lounge chair with space for additional equipment described in the functional program and for clearance of (4) feet (1.22 meters) between the sides of the lounge chairs and the foot of the lounge chairs.

Please provide your description here: 


(iv) Provisions shall be made for the isolation of infectious patients.

Please provide your description here: 


(v) Provisions for patient privacy such as cubicle curtains are required.

Please provide your description here: 


(vi) A patient toilet shall be provided with direct access to the Phase II recovery unit for the exclusive use of patients.

Please provide your description here: 

(vii) A staff toilet shall be provided with direct access to the working area to maintain staff availability to patients.

Please provide your description here: 


(viii) Handwashing stations with hands-free operable controls shall be available with at least one for every four lounge chairs uniformly distributed to provide equal access from each patient bed.

Please provide your description here: 

(P) Outpatient surgery change areas. If the functional program defines outpatient surgery as part of the surgical suite, a separate area shall be provided where outpatients may change from street clothing into hospital gowns and be prepared for surgery. This includes locker(s), toilet(s), and clothing change or gowning area. Changing may also be accommodated in a private holding room or cubicle.

Please provide your description here: 


(Q) Provisions shall be made for patient examination, interviews, preparation, testing, and obtaining vital signs of patients for outpatient surgery.

Please provide your description here: 


(R) Patient holding area. In facilities with two (2) or more operating rooms, an area shall be provided to accommodate stretcher patients waiting for surgery. This holding area shall be under the visual control of the nursing staff.

Please provide your description here: 


(S) Storage areas for portable X-ray equipment, stretchers, fracture tables, warming devices, auxiliary lamps, etc shall be provided. These areas shall be out of corridors and traffic.

Please provide your description here: 


(T) Housekeeping facilities. Housekeeping facilities shall be provided for the exclusive use of the surgical suite. It shall be directly accessible from the suite and shall contain a service sink or floor receptor and provisions for storage of supplies and housekeeping equipment.

Please provide your description here: 


(U) Area for preparation and examination of frozen sections. This may be part of the general laboratory if immediate results are obtainable without unnecessary delay in the completion of surgery.

Please provide your description here: 


(V) Ice machine. An ice machine shall be provided to provide ice for treatments and patient use. Ice intended for human consumption shall be from a self-dispensing ice maker.


Please provide your description here: 

(W) Provisions for refrigerated blood bank storage that meets the standards of the American Blood Banking Association.

Please provide your description here: 


(X) Where applicable, appropriate provisions for refrigeration facilities for harvested organs.

Please provide your description here: 


(Y) Provisions for pathological specimens storage prior to transfer to pathology laboratory.

Please provide your description here: 


(Z) Separate outpatient surgical units shall comply with the requirements of OAC 310:667-49-34”

Please provide your description here: 
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