Project Title:____________
INSTRUCTIONS FOR THE FUNCTIONAL PROGRAM TEMPLATE
The Functional Program Templates are optional tools facilities may use to help meet the construction requirements at OAC 310:675 for Nursing and Specialized Facilities.  The functional program describes the project.  There are PROJECT-SPECIFIC TEMPLATES that address the requirements for different areas/departments/hospital types.

Things to note prior to completing the Functional Program Template:
1. A functional program is required if the project involves:
a. A mechanical/electrical change;
b. A structural change; or
c. A functional change.

Instructions:
1. Complete the “General Functional Program Template” for each project.
2. Include the project title over the heading at the top right of the page.  Use a consistent project title on all documents submitted for the project.  This will help avoid confusion between projects.
3. After completing the “General Functional Program Template,” select and complete the project-specific functional program template(s) as they apply to your project.
4. Provide an answer for each element that is required in the template.  If an element DOES NOT apply to your project, provide a brief explanation as to why it does not apply.
5. Submit the General Functional Program Template and the project-specific template(s) together as one Functional Program for the project.

The project-specific functional program templates are based on the requirements found in the Oklahoma Administrative Code 310:675 Subchapter 5 for Nursing and Specialized Facilities.  To access OAC 310:675 follow the steps below:  

1.) https://www.sos.ok.gov/oar/online/viewCode.aspx
2.) Click the Administrative Rules tab located at the top of the screen.
3.) Then in the box labeled Online Services click on the View Code link below it.
4.) Scroll down and select Title 310: Oklahoma State Department of Health.
5.) Then Scroll down and select Chapter 675:Nursing and Specialized Facilities.
6.) Scroll down and select Subchapter 5: Physical Plant.
7.) Then click Section 310:675-5-18—Design and Construction—New Construction.


If you have questions or need assistance, please contact the Oklahoma State Department of Health at (405) 271-5288 or email OSDH at planreview@health.ok.gov with a subject title of Functional Program Question.
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	Narrative Program Element

	310:675-5-18(2) “New construction projects including additions and alterations. Details and finishes shall comply with the following:
1. Items such as drinking fountains, telephone booths, vending machines, and portable equipment shall be located so as not to restrict corridor traffic or reduce the corridor width below the required minimum.

Please provide your answer here: 


1. All rooms containing bathtubs, sitz baths, showers, and water closets, subject to occupancy by residents, shall be equipped with doors and hardware which will permit access from the outside in any emergency. When such rooms have only one opening or are small, the doors shall be capable of opening outward or be otherwise designed to be opened without need to push against a resident who may have collapsed within the room.

Please provide your answer here: 


1. The minimum width of all doors to resident rooms and rooms needing access for beds shall be 3′8″ (1.12 m.). Doors to rooms needing access for stretchers and to resident's toilet rooms and other rooms needing access for wheelchairs shall have a minimum width of 2′10″ (86.3 cm.).

Please provide your answer here: 


1. Doors on all openings between corridors and rooms or spaces subject to occupancy, except elevator doors, shall be swing type. Openings to showers, baths, resident's toilets, and other small wet type areas not subject to fire hazard are exempt from this requirement.

Please provide your answer here: 


1. Windows and outer doors which may be frequently left in an open position shall be provided with insect screens. Windows shall be designed to prevent accidental falls when open.

Please provide your answer here: 


1. Resident rooms intended for occupancy of 24 hours or more shall have windows operable without the use of tools and shall have sills not more than 3′0″ (91 cm.) above the floor. Windows in buildings designed with an engineered smoke control system in accordance with NFPA 90A are not required to be operable. However, attention is called to the fact that natural ventilation possible with operable windows may in some areas permit a reduction in energy requirements.

Please provide your answer here: 


1. Doors, except doors to spaces such as small closets which are not subject to occupancy, shall not swing into corridors in a manner that might obstruct traffic flow or reduce the required corridor width. (Large walk-in type closets are considered as occupiable spaces.)

Please provide your answer here: 


1. Safety glazing shall be of materials and at locations required by the Oklahoma Safety Glazing Material Law.

Please provide your answer here: 


1. Thresholds and expansion joint covers shall be made flush with the floor surface to facilitate use of wheelchairs and carts and shall be constructed to restrict the passage of smoke.

Please provide your answer here: 


1. Grab bars shall be provided at all residents' toilets, showers, tubs, and sitz baths. The bar shall have 1 1/2″ (3.8 cm.) clearance to walls and shall have sufficient strength and anchorage to sustain a concentrated load of 250 lbs. (113.4 kg.).

Please provide your answer here: 


1. Recessed soap dishes shall be provided in showers and bathrooms.

Please provide your answer here: 


1. Handrails shall be provided on both sides of corridors used by residents. A clear distance of 1 1/2″ (3.8 cm.) shall be provided between the handrail and the wall. Ends of handrails and grab bars shall be constructed to prevent snagging the clothes of residents.

Please provide your answer here: 


1. Location and arrangement of handwashing facilities shall permit their proper use and operation.

Please provide your answer here: 


1. Lavatories and handwashing facilities shall be securely anchored to withstand an applied vertical load of not less than 250 lbs. (113.4 kg.) on the front of the fixture.

Please provide your answer here: 


1. Mirrors shall be arranged for convenient use by residents in wheelchairs as well as by residents in a standing position. Mirrors shall not be installed at handwashing fixtures in food preparation areas.

Please provide your answer here: 


1. Provisions for hand drying shall be included at all handwashing facilities. These shall be single-use separate, individual paper or cloth units enclosed in such a way as to provide protection against the dust or soil and ensure single unit dispensing. Hot air dryers are permitted provided that installation is such to preclude possible contamination by recirculation of air.

Please provide your answer here: 


1. The minimum ceiling height shall be 8′0″ (2.44 m.) with the following exceptions:
16. Boiler rooms shall have ceiling clearances not less than 2′6″ (76 cm.) above the main boiler header and connecting piping.
16. Rooms containing ceiling-mounted equipment shall have height required to accommodate the equipment.
16. Ceilings in corridors, storage rooms, toilet rooms, and other minor rooms shall be not less than 7′8″ (2.34 m.).
16. Suspended tracks, rails and pipes located in path of normal traffic shall not be less than 6′8″ (2.03 m.) above the floor.

Please provide your answer here: 


1. Recreation rooms, exercise rooms, and similar spaces where impact noise may be generated shall not be located directly over resident bed areas unless special provisions are made to minimize such noise.

Please provide your answer here: 


1. Rooms containing heat producing equipment (such as boiler or heater rooms and laundries) shall be insulated and ventilated to prevent any floor surface above from exceeding a temperature 10° F. (6°C.) above the ambient room temperature.”


Please provide your answer here: 



	

	310:675-5-18(3) “Finishes
1. Floor materials shall be easily cleanable and have wear resistance appropriate for the location involved. Floors' in areas used for food preparation or food assembly shall be water-resistant and grease-proof. Joints in tile and similar material in such areas shall be resistant to food acids. In all areas frequently subject to wet cleaning methods, floor materials shall not be physically affected by germicidal and cleaning solutions. Floors that are subject to traffic while wet (such as shower and bath areas, kitchens, and similar work areas) shall have a non-slip surface.

Please provide your answer here: 


1. Wall bases in kitchens, soiled workrooms, and other areas which are frequently subject to wet cleaning methods shall be made integral and covered with the floor, tightly sealed within the wall, and constructed without voids that can harbor insects.

Please provide your answer here: 


1. Wall finishes shall be washable and, in the immediate area of plumbing fixtures, shall be smooth and moisture resistant. Finish trim, and wall and floor constructions in dietary and food preparation areas shall be free from spaces that can harbor rodents and insects.

Please provide your answer here: 


1. Floor and wall penetrations by pipes, ducts, and conduits shall be tightly sealed to minimize entry of rodents and insects. Joints of structural elements shall be similarly sealed.

Please provide your answer here: 


1. Ceilings throughout shall be easily cleanable. Ceilings in the dietary and food preparation areas shall have a finished ceiling covering all overhead piping and duct work. Finished ceilings may be omitted in mechanical and equipment spaces, shops, general storage areas, and similar spaces, unless required for fire-resistive purposes.”

Please provide your answer here: 
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