RISK CONTROL PLAN CITATIONS
STOCKED HAND WASH SINKS

CODE REQUIREMENT [310:257-11-24 through 25; 11-27 through 28]

310:257-11-24. Handwashing cleanser, availability
Each handwashing lavatory or group of 2 adjacent lavatories shall be provided with a supply of hand
cleaning liquid, powder, or bar soap.
[Source: Added at 23 Ok Reg 2358, eff 6-25-06]

310:257-11-25. Hand drying provision
(a) Each handwashing lavatory or group of adjacent lavatories shall be provided with:
   (1) Individual, disposable towels;
   (2) A continuous towel system that supplies the user with a clean towel; or
   (3) A heated-air hand drying device;
or
   (4) A hand drying device that employs an air-knife system that delivers high velocity, pressurized air at
       ambient temperatures.
(b) Except as provided in (a)(3) and (a)(4) of this Section, no hand drying device shall be allowed in food
       preparation areas.
[Source: Added at 23 Ok Reg 2358, eff 6-25-06; Amended at 28 Ok Reg 2289, eff 11-1-11]

310:257-11-27. Handwashing signage
A sign or poster that notifies food employees to wash their hands shall be provided at all handwashing
lavatories used by food employees and shall be clearly visible to food employees.
[Source: Added at 23 Ok Reg 2358, eff 6-25-06]

A handwashing lavatory or group of adjacent lavatories that is provided with disposable towels shall be
provided with a waste receptacle as specified under OAC 310:257-9-60(c).
[Source: Added at 23 Ok Reg 2358, eff 6-25-06; Amended at 26 Ok Reg 1477, eff 6-11-09]