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Written Minimum Rehab Standards (see link in Chapter 4)
Please note: Regardless of the standards set forth herein, all housing assisted by Housing Trust Fund monies must meet all applicable State and local codes, ordinances and requirements, as well as such other requirements HUD may establish. In the absence of State or local building codes, the housing must meet the International Existing Building Code or the International Code Council. 

For Rental housing, Awardees must produce an estimate, based on age and condition, of the remaining useful life of all major systems, including structural support, roofing, cladding and weatherproofing, plumbing, electrical, and HVAC. 

A capital needs assessment (CNA), prepared no longer than 18 months prior to the date of Application, is required for all multi-family Rental Rehabilitation or Acquisition/Rehabilitation Projects of 26 or more units, and for all Applications in conjunction with Affordable Housing Tax Credits, regardless of the number of units. A CNA may be requested by OHFA for smaller Projects if deemed necessary to properly underwrite the Projects. Capital needs assessments performed for the same Project as a requirement of another funding source will be accepted in lieu of a specific CNA for the HTF Application. 
[bookmark: _GoBack]Capital Needs Assessment (CNA) means a qualified professional's opinion of a property's current physical condition determined after a physical inspection of the interior and exterior of the units and structures. The physical inspection should include an interview with the onsite manager and maintenance personnel. This assessment should identify deferred maintenance, physical needs, remaining useful life, material building code violations that affect the property use, structural and mechanical integrity, and the future physical and financial needs. The assessment must include the cost of labor and materials identified in detail and the extent of future expenditures contemplated to ensure the costs will be addressed through operating and replacement reserves. Components which should be examined and analyzed in this assessment include but are not limited to: 
• Site, including topography, drainage, pavement, curbing, sidewalks, parking, landscaping, amenities, water, sewer, storm drainage, gas and electric utility lines; 
• Structural systems, both substructure and superstructure, including exterior walls and balconies, exterior doors and windows, roofing system and drainage; 
• Interiors, including unit and common area finishes (carpeting, vinyl or tile flooring, plaster walls, paint condition, etc.), unit kitchen finishes, cabinets and appliances, unit bathroom finishes and fixtures, and common area lobbies and corridors; and 
• Mechanical systems, including plumbing and domestic hot water, HVAC, electrical, lighting fixtures, fire protection, and elevators. 

In all cases, if the remaining useful life of one or more major systems is less than the Period of Affordability, the Awardee must establish and maintain a replacement reserve and make adequate monthly payments thereto, such that there are sufficient funds to repair or replace systems as needed. 
For Homebuyer housing, upon completion each of the major systems must have a minimum useful life of five years, or the major systems must be rehabilitated or replaced as a part of the rehabilitation work.        If the housing is occupied at the time of rehabilitation, Awardees must identify any life-threatening deficiencies and must address them immediately before any further work is undertaken. The potential life-threatening deficiencies, pursuant to the Uniform Physical Condition Standards (UPCS), are highlighted in orange on Attachment B, which contains the complete list of inspect-able items covered by UPCS. 

OHFA will review and approve all written cost estimates and ensure that construction contracts and work performed will meet these Rehabilitation Standards. 
OHFA will conduct initial, progress and final inspections to ensure that all work is done in accordance to work write-ups. 

Resources:
Uniform Physical Condition Standards
Uniform Physical Condition Standards Checklist
Minimum Written Rehab Standards
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