
Oklahoma Uniform Building Code Plumbing/Fuel Gas  
Technical Review Committee 

Minutes 
Tuesday, October 26, 2010 

CIB Offices 
2401 NW 23rd Street, Suite #5 
Oklahoma City, Oklahoma 

 
A. Roll Call‐‐‐Members present ‐‐‐Ronnie Smith, Chris Brierly, John Taylor, J.C. Carroll, Tony Blatt, Larry 

Kellner, Carl Boone 
 

B. Announcements 
The mechanical technical committee have tabled Section 2406.3 and 2407.4. 

C. Relook at P2904 
Motion by Brierly: P2904.1 General. Where residential fire sprinkler systems or portions thereof, shall be 
in accordance with NFPA 13D—insert‐‐.—Delete—or section P2904 through and including Section 
P2904.8.2 , including Table P2904.6.2(1)through  P2904.6.2(9). Seconded Boone 
 
Voted unanimously  to accept this motion. 

D. Public comments 
#2 P2603.1.1   
Motion by Boone add P2603.1.1 with the following changes   
P2603.1.1 Tracer. A Blue insulate copper tracer for potable water and a Green insulated wire for Sewer or 
other approved conductor shall be installed adjacent to underground nonmetallic piping. Access shall be 
provided to the tracer wire –Delete‐‐ either at –Delete‐‐  the point of entry into the structure or valve box 
or the tracer shall terminate above ground. – Insert—water meter box or at the clean out riser.  The 
tracer wire size: shall not be less than 18 AWG and the insulation type shall be suitable for direct burial. 
Seconded by Blatt 
Voted unanimously to accept this motion. 
 
#8 P2904 
Motion by Blatt no action 
Seconded by Taylor 
Voted unanimously to accept this motion. 
 
#9 P2904 
Motion by Taylor no action 
Seconded by Blatt 
Voted unanimously to accept this motion. 
 
#11 G2415.10 
Motion by Boone to change depth to 18 inches as written in public comment. 
Seconded by Taylor 
Voted unanimously to accept this motion. 
 
#12 G2417.4.1 
Motion by Blatt to insert Exception: For existing fuel gas piping within a structure test pressure shall not 
exceed 6(six) times working pressure. 
Seconded by Boone 
Vote to accept 4/1 
 



#13 G2417.7  
Motion by Boone to accept public comment #13 
No second 
Motion by Blatt to table public comment #13 
Seconded by Boone 
Voted unanimously to accept this motion. 
 

E. Revisit fuel gas 
Motion by Boone to –Delete—Table 2413.4(3),  Table 2413.4(4), Table 2413.4(13), Table 2413.4(14), Table 
2413.4(15). 
 
G2414.5.2 Copper tubing, Copper tubing shall – insert ‐‐ be prohibited. ‐‐  Delete – comply with standard 
Type K or K of ASTM B 88 or ASTN B 280. 
Copper and brass tubing shall not be used if the gas contains more than an average of 0.3 grains of 
hydrogen sulfide per 100 standard cubic feet of gas (0.7 milligrams per 100 liters). 
 
G2414.10.4 –delete—2. Fittings used with copper or brass pipe shall be copper, brass, or bronze. 
 
Seconded by Blatt 
Voted unanimously to accept this motion 
 
Next meeting November 1, 2010 at 2:30 pm at CIB meeting room. 
 
4:29 pm Adjourn 

 
 

 

 

 

 

 
 

 

 


