
2009 IRC Plumbing/Fuel Gas Technical Review Committee 

Minutes for the Meeting held on September 28, 2010—2:30 p.m. 

Construction Industries Board, Board Room 

2401 NW 23th, Suite #5 

Oklahoma City, Oklahoma 73105 

A. Call to order 2:30 p.m. 
B. Members Present: Chris Brierly, Carl Boone, Tony Blatt, Randy Carter, George Hillman, Dennis 

Mantooth, Greg Armstrong, John Taylor, Larry Kellner, 
 

C. Code changes  

P2503.4 Building sewer testing. When required by local Authority having Juristiiction the 
building sewer shall be tested by insertion of a test plug of connection with the public sewer and filling 
the building sewer with water, testing with not less than a 10‐foot (3048 mm) head of water and be able 
to maitain such pressure for 15 minutes. 

P2503.6 Shower liner test (committee decided to come back to at later date) 

P2503.7 Water‐supply system testing. Upon completion of the water‐supply system or a section of it, 
the system or portion completed shall be tested and proved tight under a water pressure of not less 
than the working pressure of the system or, for piping systems other than plastic PVC ir CPVC, by an air 
test of not less than 50 psi (345 kPa), This pressure shall be held for not less than 15 minutes, The water 
used for tests shall be obtained from a potable water source. 

2603.5 Pipes through footings or foundation walls. (committee decided to come back to at later date) 

2603.6.1 Sewer depth. Building sewers that connect to private sewage disposal systems shall be a 
minimum of (NUMBER)  12 inches (mm) or as approved by the Authority Having Jurisdiction below 
finished grade at the point of septic tank connection. Building sewers shall be a minimum of [NUMBER] 
12 inches (mm) below grade. 

P2704.1 General. Slip joints shall be made with an approved elastomeric gasket and shall be installed 
only on the trap outlet, trap inlet and within the trap seal from fixture to outlet from fixture to trap 
outlet. Fixtures with concealed slip‐joint connections shall be provided with an access panel or utility 
space at least 12 inches (305 mm) in its smallest dimension or other approved arrangement so as to 
provide access to the slip connections for inspections and repair. 

D. Adjournment 5:00 p.m. 

 


